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NOTES:
1. FOR USE WITH RG-174, 179, 187, 188 & 316/U CABLE. 38 D. REF
2. FOR CABLING INSTRUCTIONS SEE CP-430. 58 D. REF. ) KC-19-152 SO
3. FOR CRIMPING USE DIE KTH-2024. e -
4. INTERFACE PER MIL-STD-348, FIG. 301-2. pt scue 41
5. MATERIALS: = APPROX SURFACE AREA
INSULATORS: TEFLON, ASTM-D-4894
K-GRIP SLEEVE: COM. BRONZE, ASTM-B~135 }
LOCKWASHER: PHOS. BRONZE, 0Q-B-750 USED ON
CENTER CONTACT: BER. COP., ASTM-B-196
] H':LSLEOSMR PARTS: BRASS, ASTM-B16-H02 ReF:
" CENTER CONTACT: GOLD PLATE PER ASTM-B-488
ALL OTHER METAL PARTS: KINGS TARNISH RESISTANT FINISH (TR-5) i JACK, BULKHEAD, BNC

7. ELECTRICAL CHARACTERISTICS: o
NOMINAL IMPEDANCE: 50 OHMS 12/18/91

ORavN  JCA
VOLTAGE RATING: 500 VRMS MOUNTING HOLE ::" ;] oatE 12/19/91
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