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NOTES [ >PLATINGCREF. K0. @, G )
CONTACT AREA : GOLD PLATING 0.2xm min.
i LEAD AREA : GOLD PLATING FLASH.
UNDER PLATING : NICKEL PLATING 24m min.
MATING MARK (WHITE) /A2 >TO0TAL LENGTH BECOMES 39. 81 WHEN @ 1S SCREWED INTO @ COMPLETERY.
[3 >RECOMMENDED TIGHTENING TORQUE OF REF.NO.® : 0.5 N« .
APPLY THREAD LOCKER TO PREVENT THE POSSIBILITY OF LOOSING WATERPROOF EFFEECTIVENESS
WHEN THREADED POSITION IS LOSSEN.
RECOMMENDED THREAD LOCKER : LOCTITE 271, LOCKPRIMER 7649, HENKEL JAPAN LTD.
APPLICABLE JIGS
SOLDER TERMINATION FIXTURE : HR30-8P-12PC-T0O1CCL150-0227-0)
TIGHTENING COLLAR FOR BACK SHELLCREF.NO. @) : HR30-8P-T02(CL150-0224-2)
/N4 THE CABLE PULL AND TWISTING STRENGTH AND OTHER CHARACTERISTICS
MAY DIFFER, DEPENDING ON THE CABLE STRUCTURE. 5 |PBT CBLACK)  UL94V-0
, PLEASE CONFIRM BEFORE THE USE. 4 |SIR (REDD 9 |PPS (BLACK>  UL94V-0
LIFE SIZE( 1 1) 3 |COPPER ALLOY [1> 8 | POLYACETAL CNATURALD
2 | COPPER ALLOY [1> 7 |CR CBLACK)
~ 1 |PPS CBLACK)  UL94V-0 6 | STAINLESS STEEL
— NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
— UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
o mm @E} 501 A 1 DIS-C-002075 ¥S. SAKODA HY. KISHI 11.03. 02
APPROVED :MO. SATOH 06. 05. 12 |DRAWING EDC3-113522-71
(33.8) HIROSE = Feuecken «EJ. KUNII 06.05. 11 [51p>"
m EBEC[%C DESIGNED +DS. MATSUNE 0,05, 11N, HR30-8P-12PC71)
7 [orawN <DS. MATSUNE 06. 05.11 | “mor CL130-0026-4-71 ‘AM
FORM HCOO11-5-7 | 3 4 5 | 6 | 7 | 8
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