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In case that the application demands a high level of reliability, such as automotive,

please contact a company representative for further information.

1.5 £ 0.1

2.46 £ 0.1
>
ﬂgnj 11
[ e ] <
= @ -
JP*',, T h'rrlL

NOTE

2.08 £ 0.05
0.98 £ 0.05

A—= A

0.6 £ 0.1

\ | / A@_
R L

s

O.ZAio.og L
0.4 4 0.0 e 0

0.12 £0.02

A—

1 . ALl lead co-planarity shall be 0.08mm MAX.
. Contact plating specifications
Contact area = Gold 0.054m MIN

SMT lead : 6old 0.054m MIN
Under plating = Nickel T«m MIN
CSurface : Sealing)

[3>. HRS mark and CAV No. are indicated in approx. position

shown.

Solder wicking prevention
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Gap-less insertion molding

structure stops solder wicking.
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BM2980. 6-20§/2-0. 35V

Effective mating length
(Power contact, Signal contact>
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4 | PHOSPHOR BRONZE |Z> 8 |PS CLEAR, REINFORCEMENT COLLAR
3 | PHOSPHOR BRONZE| [2 > 7 |PS BLACK, PLASTIC REEL
2 | PHOSPHOR BRONZE D 6 | POLYESTER CLEAR. COVER TAPE
1 |LCP UL94 V-0, BLACK 5 |PS SMOKE GRAY, EMBOSSED CARRIER TAPE
NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
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Electrical circuit /

©Recommended PCB layout
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@©Recommended metal mask dimensions
Metol mask thickness : 100 u«m
COpen ratio = 100% for PCB layout>

@Reconmended electrical circuit layout
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[«<> Recommended reflow temperature profile
using lead-free solder paste.

MAX 250 C
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(60 sec.) 1 90~120 sec. MAX 60 sec.
PRE-HEATING TIME SOLDERING TIME
TIME Csec.)

Reflow method:IR reflow
Number of reflow cycles:2 cycles MAX.
1OReflaw time
Duration abave 220°C, 60 sec MAX.
(Peak temperature:250C MAXD
2)Pre-heat time
Pre-heat temperature(MIND:150C
Pre-heat temperaturecMAX):180°C
Pre-heat time:90-120 sec.

(42> The temperatures mentioned above refer to the PCB surface
temperature near the connector leads.
The temperature profiles are based on the above conditions.
In individual applications the actual temperature may vary,
depending on solder paste type.volume/thickness and board size/thickness.
Consult your solder paste and equipment manufacturer for specific
recommendations.
5. Please contact us in case you will moke different settings
from our recommendation.

[6> For the routing on the indicoted PCB surface.

apply solder resist in order for the insulation treatment.
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Embossed carrier tape packaging C(10:1
Style and dimension of reel CFreed A
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Direction of unreeling T_I LT 0 074+ 0.15 : :
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B-B BHI-F CL0673-7001-0-51 Code No.
/A , u5s BM2980. 6-205/2-0.35V ] Part No.
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400 nn_MIN. 7 . Per reel 20,000 connectors.
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