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SYMBOLS THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
1. SUPPORTS USB3.1 GEN2 (BANDWIDTH 10Gbps). DIMENSONUNTS| SCAE | GURRENT REV DESC:
BACKWARDS COMPATIBLE WITH USB2.0 -0 ; I
POWER DELIVERY: 5V / 2A (<5M), 5V1A (5M - 10M) g ol mm - 1 'C1 . mO ex
= ENERAL TOLERANCE:
2 MATERIAL: W o (UNLESS SPECIFIED) EC NG 175141
BACKSHELL - AL ALLOY, ANODIC OXIDATION, COLOR - NATURAL ANGULARTOL ¢ DRWN: IGUMIN 201804106 USB 3.1 TYPE A, ACTIVE OPTICAL CBL, M-M
CABLE - BLACK, FIRE RETARDANT PVC, INCLUDE 5X COPPER WIRES /= 0[sptaces | -
AND 2X MULTIMODE FIBERS (50/125 um, OM2), W- ofrces |- CHK'D: IGUMIN 2018/04/24
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3. STANDARD USB TYPE-A MALE CONNECTOR. 1 PLACE + DRWN: IGUMIN 2018/04/06
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