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& DIRECTION OF UNREELING E> [A 3.610.3
No%i EEL 1000 CONNECTORS.
STYI‘E AND D]MENHON OF REEI‘ <FREE> 5 @HE BEGINNING OF THE REEL. 30 COMPONENTS SHALL BE EMPTY.
. & P THE END OF THE REEL. 20 CONPONENTS SHALL BE EMPTY.
N V5 SPROCKET —_— [:::> WHEN THE TAPE WIDTH IS 32 mm OR 44 mm. SPROCKET HOLES SHALL BE SET ON
— COlE e S BOTH SIDE OF REEL AS SHOWN ON THIS DRAWING.
7 PEEL FORCE REFERS TO JIS C 0806.
e P—P (FREE) 8 SPECIAL PACKING IS APPLIED FOR THIS PRODUCT. USING POLYAMIDE RESIN.
P -l TO IMPROVE MOISTURE RESISTANCE.
S £ ] § § TAPING AFTER OPENING AND WHEN RESTORING IS NEEDED. PLEASE PUT THE PRODUCT
[::> REINFORCEMENT COLLAR WITH DESICCANT IN A SEALED ALUMINIUM BAG.
3 IN CASE THE COLOR OF THE INDICATOR(30%) TURNED TO PINK.
DO BAKING THE PRODUCTS(50T. 48HOURS).
| [::>> AFTER PACKING: ROLL 2 METERS OF THE REINFORCEMENT COLLAR TO OUTER
N$0.5 TAPE AND REEL POCKET CIRCUMFERENCE OF TAPE AND REEL POCKET. AND TAPE DOWN AT THE END THE COLLAR.
HUMDITY INDICATOR (Nt4) 1 DRAWING EDC-163512-86-78

PART
NO.

DF12BC4. 0>-+DP-0. 5V(86>

CODE
NO.

CL537
!

/N

2%

FORM HC0011-5-8 |

6 \ 7




