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ITEM| MOLEX P/N DESCRIPTION QTY | UOM FROM|TO | WIRE SIZE | WIRE TYPE | COLOR
A |2147192060| Zero-Hachi 0.8 CRIMP HSG SR BK 6P 1 PC A1 - | 28 AWG UL 10064 | BLACK
B 12147205000 | Zero-Hachi 0.8 CRIMP TERM #28-30 SN | 6 PC A2 -- 28 AWG UL 10064 | BLACK
PL -- PART IDENTIFICATION LABEL 1 PC A3 - | 28 AWG UL 10064 | BLACK
A4 - | 28 AWG UL 10064 | BLACK
A5 - | 28 AWG UL 10064 | BLACK
A6 - | 28 AWG UL 10064 | BLACK
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TABLE
FGPART#]| L1 |L2(REF) TITLE
2263921062 | 1504 63 Zero-Hachi Bl R-S 6¢kt 150mm disc Sn
2263921063 | 3004 138 Zero-Hachi Bl R-S 6¢kt 300mm disc Sn
2263921064 | 6004 288 Zero-Hachi Bl R-S 6¢ckt 600mm disc Sn
MOLEX PN
MOLEX
BATCH WK/YR
DETAIL A
NOTE:
1. CABLE ASSEMBLY MUST PASS 100% CONTINUITY AND POLARITY TEST F%AYJ(AZAESFQL E:AEN[;FI{::VJZTJ;SONT;\!:E;NFOEEAJA';T':)ENNTTHQTESEF;()SF’CR.lETARYToMOLExELECTRONlCTECHNOLOGlES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
2. CONNECTOR VIEW IS SHOWN FROM MATING SIDE &/- 0|_mm_| NTS . mOIex
3. LABEL TEXT MUST BE 2MM MAX IN HEIGHT WITH ARIAL FONT AND WRAPPED IN FLAG TYPE - 0 N LSS SPEaIEDy
ON A SINGLE WIRE. - o ANGULARTOL ECNO: 784082 SEE TABLE
4. THE PRODUCT HAS TO MEET PERFORMANCE SPECIFICATION AS PER ES-36586-004 A DRI NAvEESS 202z
5. FREE ENDS MUST BE STRIPPED, TWISTED & TINNED. THE LENGTH OF TINNING IS 5+1MM. soen._sxweor 2u0501| ____PRODUCTCUSTOMER DRAWNG
TINNING DIA MUST BE 0.45MM MAX. ;Zt’;z; zsgvgz gxmim gggg;ggg 2263921062 psD| 000 | A1
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