
2A(PER SIGNAL);6A(TOTAL)

10~30VDC

PORT-PINOUT

J1/4 = 1
J2/4 = 2

 J3/4 = 3
 J4/4 = 4

Umax= 30V DC
Imax= 2A/signal
IΣ= 6A/signal

VOL T+ = 5
VOL T- = 7

1

4

3

Female J1~J4
1 = V+
3 = V-
4 = LOAD1
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-25℃~＋85℃

WIRING DIAGRAM

REV  CHG  DATE  DESCRIPTION  REVISION

TECHNIACAL SPECIFICATIONS

HOUSING MATERIAL/COLOR

CONTANCT CARRIER MATERIAL/COLOR

CONTACTS

RECEPTACLE MATERIAL/PLATING

OPERATING CURRENT

OPERATING VOLTAGE

OPERATING TEMPERATURE

PROTECTION CLASS

NYLON/BLACK

TPU/BLACK

BRASS/GOLD

BRASS/NICKEL

O-RING MATERIAL FPM/FKM

IEC IP67,IN MATED CONDITION

MALE END VIEW FEMALE END VIEW

5.7114
.524

.8

M12×1

2-
R2

.2
5

3

30 R
EF

57 REF

91.5 REF

5
7

J1
J2

J3
J4

1
3

41 YE

1
3

42 YE

1
3

43 YE

1
3

44 YE
G

N

PN
P LED

SAL-8-4FK3-12-1FS8

M8×1

POTTING MATERIAL POLYURETHANE(PU) Type of coding Type of coding

Lillian 25/06/26

42-08001

42-08001


