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The DYMO single cassette tape system has been upgraded and DYMO D1 6mm electronic tape cartridges
repackaged. Now called DYMO DI tape, it should be much easier 6mm x 7m
to select which tape you need, you just need to know the width and 43610 ® - black/clear 1 10.95 S
colour you require. To make it easier to use, we have introduced o 43613 ® O black/white
split backing on all widths except 6mm, just peel and stick. 43618 @  blackiyellow
See poges 68/69 fOI' COmpOflb'ht}’ P P e S ——
DYMO D1 tapes are for the Pocket, 1000, 1000 Pius, 2000, 3500, DYMO D1 9mm electronic tape cartridges
4500; 5000: 5500/ LMIOO' LM200’ LM3OO’ LPZOO’ LP300. Clear tape, coloured image - 9mm x 7m
40910 @ Dblack/clear 1 12.95 5
White tape, coloured image - 9mm x 7m
Heat resistance 40913 ® O blackiwhite i 1295 5
Both legibility (text, colours) and 40914 ® O bluelwhite
adhesion are assured between - 30°C 40915 ® O rediwhite
and +150°C. Decomposition of the
label may start at 250°C. Coloured tape, black image - 9mm x 7m
40916 ® @ biackblue 1 12.95 5
40917 @® ® black/red
40918 ®  blackiyellow
40919 ® @ black/green
Removal
The tape has been developed as a
semi-permanent labelling system. This DYMO D1 12mm electronic tape cartridges
means that the tape will stick to surfaces Clear tape, coloured image - 12mm x 7m
but can be removed leaving, depending on 43010 ®  blockiclear ' 1395 3
the kind of surface, a minimum of adhesive 401 e  bluelclear
traces. Remove any traces 43012 o redlclear
with an appropriate solvent e.g. ethyl White tape, coloured image - 12mm x 7m
acetate (stainless steel) or alcohol 45013 @ O blackwhite | 13.95 5
(other). Adhesion may become 45014 ® O blueiwhite
stronger with ageing. 45015 @ O rediwhite
Coloured tape, black image - 12mm x 7m
45016 ® @ blackblue 1 13.95 5
45017 @ @ black/red
45018 @  blackyellow
Resistance to water 45019 ® @ biack/green
and chemicals
Both the print and the label are resistant Clear tape, white image - 12mm x 7m
to water, oils and greases, as well as to 45020 ©  whitelclear ' 1395 5
anorganic compounds {weak solvents). Black tape, white image - 12mm x 7m
The effect of using strong solvent 45021 O @ Whiteblack | 13.95 5
(aceton, ether ...) may be fading print .
and de-lamingtion of the tape. Coloured tape, black image - 12mm x 7m
45022 @ @ blockssilver 1 13.95 5
45023 @ blackigold
45024 @ @ blackffluorescent green
45025 @ @ black/fluorescent red

Surface

Test results show that DYMO labels adhere
particularly well to ABS, polycarbonate,
PVC, PE, acrylic, glass, wood, paper and
stainless steel. Adhesion to other surfaces
is possible, but results may not be as long
lasting. Always apply to clean, dry and flat
surfaces to ensure full adhesion.
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