








OKi Tips 

Compatible with: PS-900, MFR-1120, MFR-2220, MFR-2222 Systems, 
PS-HC3 and MFR-H2-ST hand-pieces, PS-CA3 and MFR-CA2 Coil Assemblies

SFV-CN05AR
STV-CN05AR
SCV-CN05AR

Conical 

0.5mm x 13.7mm (.02" x .53")

SFV-CN05
STV-CN05
SCV-CN05

Conical 

0.5mm x 8.5mm (.02" x .34")

SFV-CNB05
STV-CNB05
SCV-CNB05

Conical Bent 

0.5mm x 13mm (.02" x .51")

SFV-CNL10A
STV-CNL10A
SCV-CNL10A

Conical Long Reach 

1.0mm x 18mm (.04" x .71")

SFV-CNL10AR
STV-CNL10AR
SCV-CNL10AR

Conical Long Reach

1.0mm x 13.7mm (.04" x .54")

SFV-CNL10
STV-CNL10
SCV-CNL10

Conical Long Reach

1.0mm x 13mm (.04" x .51")

SFV-CNL14
STV-CNL14
SCV-CNL14

Conical Long Reach

1.4mm x 15mm (.056" x .59")

SFV-DRH20
STV-DRH20
SCV-DRH20

Conical Bevel 

2.0mm x 14mm (.08" x .55")

SFV-CNL20
STV-CNL20
SCV-CNL20

Conical Long Reach 

2.0mm x 14mm (.08" x .59")

SFV-WV20
STV-WV20
SCV-WV20

Conical Wave Hoof 45°

2.0mm x 13.8mm (.08" x .54")

0.51" 
13.0mm

0.02" 
0.5mm

0.51" 
13.0mm

0.04" 
1.0mm

0.59" 
15.0mm

0.056" 
1.4mm

F = FR4 / Fiber Glass, for most standard applications  T = Temperature Sensitive  C = Ceramic for high thermal demand applications.

0.58" 
14.6mm

0.54" 
13.8mm

.08" 
2.03mm

0.58" 
14.6mm

0.54" 
13.8mm

.08" 
2.03mm

SXV SOLDERING TIPS

0.71" 18.0mm
0.04" 1.0mm

.04"
.59"

15.0mm

1.0mm
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0.59"  15.0mm 
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.53"
.02" 13.7mm

0.5mm

OLD  S T Y L E

0.34" 
8.5mm

0.02" 
0.5mm



OKi Tips 

Compatible with: PS-900, MFR-1120, MFR-2220, MFR-2222 Systems, 
PS-HC3 and MFR-H2-ST hand-pieces, PS-CA3 and MFR-CA2 Coil Assemblies

SFV-DRH420AR
STV-DRH420AR
SCV-DRH420AR

Hoof 45° Long Reach
Original Easy Access Geometry
2.0mm x 20.7mm (.08" x .81")

SFV-DRH20CP
STV-DRH20CP
SCV-DRH20CP

Hoof 45°

2.5mm x 13mm (.10" x .51")

SFV-DRH430AR
STV-DRH430AR
SCV-DRH430AR

Hoof 45° Long Reach

3mm x 20.4mm (.12" x .8")

SFV-DRH420A
STV-DRH420A
SCV-DRH420A

Hoof

3.47mm x 12.2mm (.137" x .48”)

SFV-DRH30CP
STV-DRH30CP
SCV-DRH30CP

Hoof 45°

3.6mm x 13mm (.14" x .51")

SFV-DRH640AR
STV-DRH640AR
SCV-DRH640AR

Hoof 60° Long Reach

4mm x 17mm (.15" x .67")

SFV-DRH40CP
STV-DRH40CP
SCV-DRH40CP

Hoof 45°

4.6mm x 13mm (.18" x .51")

SFV-DRH440A
STV-DRH440A
SCV-DRH440A

Hoof

4.75mm x 13.2mm (.187" x .52")

SFV-DRK30AR
STV-DRK30AR
SCV-DRK30AR

Knife 45° Long Reach

3mm x 18.7mm (.12" x .74”)

SFV-DRK45AR
STV-DRK45AR
SCV-DRK45AR

Knife 45° Long Reach

4.5mm x 18.7mm (.18" x .74”)

20.7mm.81"

45˚2.0mm
.08"

SXV SOLDERING TIPS

F = FR4 / Fiber Glass, for most standard applications  T = Temperature Sensitive  C = Ceramic for high thermal demand applications.
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0.137" 3.47mm
0.48" 12.2mm

0.079" 2mm

0.187" 4.75mm
0.52" 13.2mm

0.157" 4mm

NEW

NEW

.18"4.5mm 45º

.74"
.07"

18.7mm
1.8mm

45º.12"3.0mm

.74"18.7mm
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SxV Soldering Tips 

60°

.670"
17.01mm

4.02mm
.158"

20.4m m 0.8"

45˚3.0m m

.12"



75 = 750 Series for most standard applications  -   65 = 650 Series for temperature sensitive applications  22

OKi Tips 

Compatible with: PS-800, PS-800E and PS-900 Systems and PS-CA1 Coil Assembly

PHT-750315
PHT-650315

Chisel Fine 30° 

1.0mm x 10mm (.04" x .394")

PHT-750325
PHT-650325

Chisel 60° 

1.5mm x 10mm (.06" x .394")

PHT-750326
PHT-650326

Chisel Fine Bent 30° 

1.5mm x 12mm (.06" x .472")

PHT-750335
PHT-650335

Chisel 30° 

1.78mm x 10mm (.07" x .394")

1.0mm

.04"
.394"
10mm

.06"

1.5mm

.472"
12.0mm

.06"

1.5mm

.472"
12.0mm

.06"
.394"

1.5mm

10.0mm

1.78mm

.07"
.394"

10.0mm

PHT SOLDERING TIPS
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CXV BLADE TIPS Compatible with: PS-900, MFR-1120, MFR-2220, MFR-2222 Systems, PS-HC3 and MFR-H2-ST
hand-pieces, PS-CA3 and MFR-CA2 Coil Assemblies

CFV-BL100   CTV-BL100   CCV-BL100 10mm (.40")

CFV-BL250   CTV-BL250   CCV-BL250 25mm (1")

CFV-BL350   CTV-BL350   CCV-BL350 35mm (1.4")

CFV-BL400   CTV-BL400   CCV-BL400 40mm (1.6")

CFV-BL500   CTV-BL500   CCV-BL500 50mm (2")

 0.02"
0.5mm

 0.36"
9.1mm

F = FR4 / Fiber Glass, for most standard applications  T = Temperature Sensitive  C = Ceramic for high thermal demand applications.

A

A

Compatible with: PS-900, MFR-1120, MFR-2220, MFR-2222 Systems, 
PS-HC3 and MFR-H2-ST hand-pieces, PS-CA3 and MFR-CA2 Coil Assemblies

SFV-DRK45A
STV-DRK45A
SCV-DRK45A

Knife 45°

5.0mm x 15.1mm (.20" x .60”)

SFV-DRK50
STV-DRK50
SCV-DRK50

Knife 45°

5.0mm x 14mm (.20" x .55")

SXV SOLDERING TIPS

F = FR4 / Fiber Glass, for most standard applications  T = Temperature Sensitive  C = Ceramic for high thermal demand applications.
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.20"
5.0mm

14mm  .55"

45°

.095"2.4mm
.20"

5.0mm

14mm  .55"

45°

.095"2.4mm0.20"5.0mm
15.1mm  0.60"

45°

2.4mm  0.095"   

0.20"5.0mm
15.1mm  0.60"

45°

2.4mm  0.095"   
1mm  
0.039"   

2mm  
0.079"   

NEW
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OKi Tips 

PHT-751355
PHT-651355

Chisel 30° 

2.5mm x 10mm (.10" x .394")

PHT-751367
PHT-651367

Chisel 30° Long Reach

3.0mm x 16.5mm (.12" x .65")

PHT-751384
PHT-651384

Chisel 30° 

3.0mm x 8mm (.12" x .315")

PHT-752017
PHT-652017

Conical Fine Long Reach 

0.25mm x 15mm (.01" x .59")

PHT-752327
PHT-652327

Conical Fine Bent 
Long Reach 
0.4mm x 16mm (.016" x .63")

PHT-752035
PHT-652035

Conical Fine

0.5mm x 10mm (.02" x .39")

PHT-752335
PHT-652335

Conical Fine 30° 
0.5mm x 10mm (.02" x .394")

PHT-752337
PHT-652337

Conical Fine Bent 30°
Long Reach  
0.5mm x 15mm (.02" x .59")

PHT-753035
PHT-653035

Conical 30° 
Long Reach 
0.5mm x 15mm (.02" x .59")

PHT-752057
PHT-652057

Conical Fine
Long Reach 
1.0mm x 15mm (.04" x .59")

.39"
.02" 10.0mm

0.5mm

.02"
10.0mm

.394"

0.5mm

.59"

.02"

15.0mm

0.5mm

.04"
.59"

15.0mm

1.0mm

0.59"
15.0mm

0.02"

0.5mm

Compatible with: PS-800, PS-800E and PS-900 Systems and PS-CA1 Coil AssemblyPHT SOLDERING TIPS
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.63"

.016"

16.0mm

0.4mm

.59"

.01"

15.0mm

0.25mm

PH
T Soldering Tips 

2.5mm

.10"
.394"

10.0mm

.65"

.12"

3.0mm

16.5mm

.315"

.197"
5.0mm

8.0mm
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OKi Tips  

PHT-753067
PHT-653067

Conical Long Reach  

1.0mm x 15mm (.04" x .59")

PHT-753077
PHT-653077

Conical Long Reach 

1.0mm x 16.6mm (.04" x .656")

PHT-754627
PHT-654627

Mini Hoof 60°

1.0mm x 15mm (.04" x.59")

PHT-754667
PHT-654667

Hoof 60°

2.0mm x 17mm (.08" x .67")

PHT-754687
PHT-654687

Hoof 60° 

3.0mm x 17mm (.12" x .67")

PHT-754487F
PHT-654487F

Hoof 45° 

3.0mm x 17mm (.12" x .67")

PHT-654497
Hoof 45° 

4.00mm x 17mm (.16" x .67")

PHT-654697
Hoof 60° 

4.00mm x 17mm (.16" x .67")

PHT-755437
PHT-655437

Knife 45° 

4.5mm x 15mm (.18" x .59")

PHT-755477
PHT-655477

Knife 45° 

5.0mmx 15mm (.20"x .59")

15.0mm
.59"

60˚1.0mm

.04"

17.0mm
.67"

60˚
2.0mm

.08"

17.0mm
.67"

60˚3.0mm

.12"

17.0mm
.67"

45˚3.0mm

.12"

17.0mm
.67"

45˚4.0mm

.16"

45°.12" 
3.0mm

.59"
15.0mm

45°.12" 
3.0mm

.59"
15.0mm

.02"

.20"

0.5mm

5.0mm

15.0mm  .59"

2.0mm
.08"

1.0mm
.04"

45°

.02"

.20"

0.5mm

5.0mm

15.0mm  .59"

2.0mm
.08"

1.0mm
.04"

45°

Compatible with: PS-800, PS-800E and PS-900 Systems and PS-CA1 Coil AssemblyPHT SOLDERING TIPS
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15.0mm

.04"

.590"

1.0mm

16.65mm

.04"

.656"
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OKi Cartridges 

Compatible with: MFR-1110, MFR-1161, MFR-2211, MFR-2241 Systems and MFR-H1-SC hand-piece

SFP-CH10
STP-CH10
SCP-CH10

Chisel 30°

1.0mm x 9.2mm (.04" x .36")

SFP-CH15
STP-CH15
SCP-CH15

Chisel 30°

1.5mm x 10mm (.06" x .39")

SFP-CHB15
STP-CHB15
SCP-CHB15

Chisel 30° Bent

1.5mm x 12.04mm (.06" x .474")

SFP-CH20
STP-CH20
SCP-CH20

Chisel 30°

2.0mm x 10mm (.08" x .4")

SFP-CHL20
STP-CHL20
SCP-CHL20

Chisel 60° Long Reach
2.0mm x 16.04mm (.08" x .632")

SFP-CH25
STP-CH25
SCP-CH25

Chisel 30°

2.5mm x 10mm (.10" x .39")

SFP-CH30
STP-CH30
SCP-CH30

Chisel 30°

3.0mm x 11mm (.12" x .43")

SFP-CH35
STP-CH35
SCP-CH35

Chisel 30°

3.5mm x 11mm (.12" x .43")

SFP-CH50
STP-CH50
SCP-CH50

Chisel 30°

5.0mm x 7.6mm (.20" x .3")

0.36" 
9.2mm

0.04" 
1mm

0.39" 
10mm

0.06" 
1.5mm

0.4" 
10.0mm

0.08" 

 

 

2.0mm

.394" 
10mm

0.1" 
2.5mm

0.12"
3.0mm

0.43"
11.0mm

0.14"
3.5mm

0.43"
11.0mm

0.3" 
7.6mm

0.2" 
5mm

0.474" 
12.04mm

0.06" 
1.5mm

.632" 
16.04mm

0.08" 
2.0mm

F = FR4 / Fiber Glass, for most standard applications   T = Temperature Sensitive    C = Ceramic for high thermal demand applications

SXP SOLDERING & REWORK
CARTRIDGES
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OKi Cartridges 

Compatible with: MFR-1110, MFR-1161, MFR-2211, MFR-2241 Systems and MFR-H1-SC hand-piece

SFP-CN04
STP-CN04
SCP-CN04

Conical 

0.4mm x 8.6mm (.016" x .34")

SFP-CNB04
STP-CNB04
SCP-CNB04

Conical Bent

0.4mm x 15.21mm (.016" x .6")

SFP-CNL04
STP-CNL04
SCP-CNL04

Conical Long Reach
0.4mm x 14.9mm (.016" x .59")

SFP-CN05
STP-CN05
SCP-CN05

Conical 

0.5mm x 4.95mm (.02" x .20")

SFP-CNB05
STP-CNB05
SCP-CNB05

Conical Bent Long Reach

0.5mm x 14.7mm (.02" x .58")

SFP-CNL06
SCP-CNL06

Conical Long Reach
0.6mm x 14.9mm (.023" x .59")

SFP-BLV10
STP-BLV10
SCP-BLV10

Bevel 60°

1.0mm x 14.22mm (.04" x .56")

0.34" 
8.6mm

0.016" 
0.4mm

0.6" 
15.21mm0.016" 

0.4mm

0.59" 
14.9mm

0.016" 
0.4mm

.579" 
14.7mm

0.02" 
0.5mm

0.56" 
14.22mm

0.04" 
1.0mm

 
 

F = FR4 / Fiber Glass, for most standard applications   T = Temperature Sensitive    C = Ceramic for high thermal demand applications
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OKi Cartridges 

Compatible with: MFR-1110, MFR-1161, MFR-2211, MFR-2241 Systems and MFR-H1-SC hand-piece

SFP-DRH05
STP-DRH05
SCP-DRH05

Hoof
0.5mm x 15.21mm (.02" x .6")

SFP-DRH610
STP-DRH610
SCP-DRH610

Hoof
1.0mm x 11.6mm (.04" x .45")

SFP-DRH15
STP-DRH15
SCP-DRH15

Hoof 15°
1.5mm x 16.5mm (.06" x .65")

SFP-DRH615
STP-DRH615
SCP-DRH615

Hoof 60° 
1.5mm x 11.6mm (.06" x .46")

SFP-DRH35
STP-DRH35
SCP-DRH35

Hoof Long Reach
3.5mm x 17.78mm (.14" x .7")

SFP-DRK50
STP-DRK50
SCP-DRK50

Knife
5.0mm x 16mm (.20" x .63")

0.6" 
15.21mm

0.02" 
0.5mm

.45"
11.6 mm

.039"
1.0mm

0.63" 
16mm

0.2" 
5.0mm

60°

.46"
11.6mm

.06"
1.5mm

60°

.46"
11.6mm

.06"
1.5mm

F = FR4 / Fiber Glass, for most standard applications   T = Temperature Sensitive    C = Ceramic for high thermal demand applications
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OKi Cartridges

Compatible with: MFR-1110, MFR-1161, MFR-2211, MFR-2241 Systems and MFR-H1-SC hand-piece
All dimensions shown are in mm (inches)

.36" 
9.14mm

.02" 
0.5mm

.87" 
22.1mm

.36" 
9.14mm

.02" 
0.5mm

.87" 
22.1mm

A

D

B

A

D

F = FR4 / Fiber Glass, for most standard applications    C = Ceramic for high thermal demand applications.

RXP REWORK CARTRIDGES

B
LA

D
E

T
U
N
N
E
L

S
LO

TB

A

D

A

A B D SMT TYPE

RFP-BL1
RCP-BL1

10
(0.41) - - -

RFP-BL2
RCP-BL2

15.6
(0.62) - - -

RFP-BL3
RCP-BL2

22.1
(0.87) - - -

RFP-DL1
RCP-DL1

5.18
(0.204)

4.32
(0.17)

3.22
(0.127) 

Tunnel 
SOIC-8

RFP-DL2
RCP-DL2

5.18
(0.204)

4.32
(0.17)

2.29
(.09)

Tunnel 
SOIC-14-16

RFP-DL3
RCP-DL3

6.86
(.270)

11.15
(0.44) 

2.29
(.09)

Tunnel 
SOMC-16

RFP-SL1
RCP-SL1

2.34
(.092) 

1.37
(.054) 

1.78
(.07)

0805 Chip
Package

RFP-SL2
RCP-SL2

3.48
(.137)

1.63
(.064) 

1.78
(.07)

0805 Chip
Package

R
xP

 R
ew

or
k 

C
ar

tr
id

ge
s 

A

D B



F = FR4 / Fiber Glass, for most standard applications  C = Ceramic for high thermal demand applications. 29

OKi Cartridges 

B2

B

A A2

D

B2

B

A A2

D

Compatible with: MFR-1110, MFR-1161, MFR-2211, MFR-2241 Systems and MFR-H1-SC hand-piece
All dimensions shown are in mm (inches)RXP REWORK CARTRIDGES

Q
U
A
D

A A2 D B B2 SMT TYPE

RFP-QD4
RCP-QD4

12.70
(.500) 

11.43
(.450)

3.81
(.150)

15.24
(.600)

13.97
(.550) PLCC 32

RFP-QD6
RCP-QD6

17.78
(.700)

16.76
(.660)

3.81
(.150)

17.78
(.700)

16.76
(.660) PLCC 44

RFP-QD7
RCP-QD7

25.27
(.995)

24.38
(.960)

5.59
(.220)

25.27
(.995)

24.38
(.960) PLCC 68

RFP-QD10
RCP-QD10

20.32
(.800)

19.30
(.760)

3.81
(.150)

20.32
(.800)

19.30
(.760) PLCC 52

RFP-QD15
RCP-QD15 13.34

(.525)
12.32
(.485)

2.79
(.110)

13.34
(.525)

12.32
(.485) TQFP 80

RFP-QD19
RCP-QD19

16.13
(.635)

16.13
(.635)

3.30
(.130)

16.13
(.635)

16.13
(.635) QFP 44

RFP-QD20
RCP-QD20

16.51
(.650)

16.51
(.650)

3.30
(.130)

22.48
(.885)

22.48
(.885) QFP 100

SxP Soldering  and R
ew

ork C
artridges 

B

A

D

A2

B2
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OKi Cartridges

Compatible with: MFR-1140, MFR-2240, MFR2241 Systems and MFR-H4-TW hand-piece

TFP-BLP1
TTP-BLP1
TCP-BLP1

1.0mm x 14mm (.04" x .55")

TFP-BLP2
TTP-BLP2
TCP-BLP2

2.0mm x 14mm (.08" x .55")

TFP-CNP1
TTP-CNP1
TCP-CNP1

Conical 
0.4mm x 19.1mm (.015" x .75")

.55" 
14mm

.04" 
1.0mm

.03" 
0.76mm

.55" 
14mm

.079" 
2.0mm

.03" 
0.76mm

.75" 
19.1mm

.015" 
.38mm

0.055" 
1.4mm

A 

0.028" 
0.57mm

F = FR4 / Fiber Glass, for most standard applications  T = Temperature Sensitive   C = Ceramic for high thermal demand applications.

TXP TWEEZER CARTRIDGES

A

TFP-BLH40
TTP-BLH40
TCP-BLH40

6.35mm
(.25")

TFP-BLH50
TTP-BLH50
TCP-BLH50

16mm
(.62")

TFP-BLH60
TTP-BLH60
TCP-BLH60

20.5mm
(.81")

TFP-BLH70
TTP-BLH70
TCP-BLH70

28mm
(1.1")

B
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D
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H
E
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OKi Cartridges 

Compatible with: MFR-DSX, MFR-DSI, MFR-SDX, MFR-SDI Systems and MFR-HDS hand-piece
All dimensions shown are in mm (inches)

F = FR4 / Fiber Glass, for most standard applications  C = Ceramic for high thermal demand applications

DXP DESOLDERING TIPS

Standard

Long Reach

5.54mm
0.218"

12.80mm
0.503"

A B TYPE

DFP-CN2
DCP-CN2

0.67
(.026) 

1.80
(.070) Standard

DFP-CN3
DCP-CN3

0.79
(.031)

2.05
(.080) Standard

DFP-CN4
DCP-CN4

1.05
(.041)

2.30
(.090) Standard

DFP-CN5
DCP-CN5

1.31
(.052)

2.65
(.104) Standard

DFP-CN6
DCP-CN6

1.55
(.061) 

2.85
(.112) Standard

DFP-CN7
DCP-CN7

2.44
(.096)

3.65
(.143) Standard

DFP-CNL3
DCP-CNL3

0.79
(.031) 

2.05
(.080) Long Reach

DFP-CNL4
DCP-CNL4

1.05
(.041)

2.30
(.090) Long Reach

DFP-CNL5
DCP-CNL5

1.31
(.052)

2.65
(.104) Long Reach D

xP D
esoldering Tips
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What is Smartheat® Technology?

SmartHeat® Technology is unique in that it senses the specific thermal demand directly at the solder
pad and delivers the precise quantity and flow of thermal energy during both flux activation and inter-
metallic bonding phases without any adjustment and calibration. SmartHeat® is radically different and
provides users the only fully safe and thermally effective soldering lead free solution.

Conventional technology senses and responds to the tip temperature and not the thermal energy de-
mand of the solder joint and users are required to calibrate their systems regularly. In today’s lead free
environment, the conventional technology is thermally inefficient to produce good quality solder joints
consistently and leaves process control in the hands of the individual operators.

Good quality joints are a result of precise quantity and flow of thermal energy and not tip temperature.
Fixed temperature cartridges and tips offer users a fully safe and thermally effective solution to their
lead free soldering needs as well as complete process control. Furthermore, fixed temperature car-
tridges and tips can offer better tip life because they can operate at a lower temperature than conven-
tional technology. Please speak to our representatives on proper tip selection for your soldering
applications.

ControllerErgonomic
Hand-piece

Heater

Temperature Sensor

Soldering Tip

Stored Energy

Self-regulating
Tip Cartridge
(see below)

Tip
Heater

Coil Connector

SmartHeat® Soldering Technology =
Variable Power / Fixed Temperature
�� SmartHeat® tips and cartridges sense the load 
and instantly deliver the right amount of heat directly
to the solder joint.

�� The required solder joint temperature drives the
heating process, as opposed to the idle tip 
temperature setting (as in a conventional iron).

�� Operates at lower safer temperatures. Power is 
delivered in proportion to the load. SmartHeat®
technology eliminates overshoot.

�� No calibration required - saves money and 
eliminates system down-time.
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Maximum Tip Temperature for Smartheat® Soldering Cartridges and Tips

Serie Part Number Application Max tip temperature

500 STTC-5xx,  SMTC-5xxx, SSC-5xx Temperature Sensitive 575°F/302°C

600
STTC-0xx, PTTC-6xx, UFTC-6xxxx, 
SMTC-0xxx, TATC-6xx, SSC-6xx

Temperature Sensitive 675°F/357°C

700
STTC-1xx, PTTC-7xx, UFTC-7xxxx, 

SMTC-1xxx, STDC-1xx, STDC-7xx, SSC-7xx
FR4/Glass Fiber 775°F/412°C

650 PHT-65xxxx Temperature Sensitive 680°F/360°C

750 PHT-75xxxx FR4/Glass Fiber 780°F/416°C

T STP-xxxx, STV-xxxx, TTP-xxx Temperature Sensitive 690°F/365°C

F
SFP-xxxx, SFV-xxxx, RFP-xxx, 

TFP-xxx, DFP-xxx
FR4/Glass Fiber 790°F/421°C

C
SCP-xxxx, SCV-xxxx, RCP-xxx, 

TCP-xxx, DCP-xxx
Ceramic 860°F/460°C
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