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1.27m
m

 (.050") PITCH

Archer Connectors – M50

 Suitable for use with female connectors and jumper  
sockets on pages 104 to 107.

 Also available with variable dimensions, see page 109. 

Male Vertical & Horizontal

HOW TO ORDER

VERTICAL PC TAIL HORIZONTAL PC TAIL

VERTICAL SMT

CalCulation

a 1.27 x No. of contacts per row

B 1.27 x (No. of contacts per row - 1)

Recommended PC Board Pattern

B

0.40 square 1.27 1.27

A 3.40

1.00

6.30

3.00

B

1.27

1.27
Ø0.65

B

0.40 square 1.27 1.27

A 3.40

1.00

6.30

3.00

Recommended PC Board Pattern

B

1.27

1.27
Ø0.65

0.40 square
B

1.27

A

2.00
1.27

3.41

3.80

1.00

1.27

2.50

Selective Gold
In This Area

A

0.40 square
B

B

1.270.75

6.50
2.50

1.27

5.50

3.00

3.40

1.27

1.68

1.00

A

0.40 square
B

B

1.270.75

6.50
2.50

1.27

5.50

3.00

3.40

1.27

1.68

1.00

Recommended PC Board Pattern

M50 - 3 X 0 XX 42

series CoDe Finish

42 Gold + Tin

no. oF ContaCts Per roW

01 to 50

tyPe

5 Vertical PC Tail

6 Vertical SMT

9 Horizontal PC Tail

0.40 square
B

1.27

A

2.00
1.27

3.41

3.80

1.00

1.27

2.50

Selective Gold
In This Area




