# MALE END VIEW

| 1 | BROWN |
| 2 | WHITE |
| 3 | BLUE |
| 4 | BLACK |
| 5 | GRAY |

**TYPICAL PANEL CUTOUT**

- Diameter: 15.3 [602] mm
- Depth: 13.6 [535] mm

**END VIEW**

- Diameter: 21.5 [0.85] mm

**LOCKNUT NOT SHOWN**

**CABLE LENGTH**

<table>
<thead>
<tr>
<th>Strip Length</th>
<th>Tolerance</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-25mm</td>
<td>±1.25mm</td>
</tr>
<tr>
<td>25-75mm</td>
<td>±1.5mm</td>
</tr>
<tr>
<td>75-125mm</td>
<td>±1.75mm</td>
</tr>
<tr>
<td>125-150mm</td>
<td>±2mm</td>
</tr>
</tbody>
</table>

**SPECIFICATIONS**

- **CONTACT CARRIER MATERIAL/COLOR**: NYLON OR TPU/YELLOW
- **CONTACT MATERIAL/PLATING**: BRASS/GOLD
- **RATED CUR-RENT [A]**: 4.0 [A]
- **RATED VOLTAGE [V]**: 250 V
- **HOUSING, LOCKNUT MATERIAL/PLATING**: BRASS/NICKEL
- **NUMBER OF CONDUCTORS [AWG]**: 5x22 AWG
- **TEMPERATURE RATING**: -40°C to +105°C (-40°F to +221°F)
- **PROTECTION CLASS**: MEETS NEMA 1,3,4,6P AND IEC IP68

**SOURCE DRAWING** FOR REFERENCE ONLY

**NOTES:**

1. "**" INDICATES LEAD LENGTH IN METERS. CONTACT TURCK TO ORDER SPECIFIC LENGTHS.

**RELATED DOCUMENTS**

1. 
2. 
3. 
4. 

**MATERIAL**

SEE SPECIFICATIONS

**FINISH**

SEE SPECIFICATIONS

**UNIT OF MEASUREMENT**

MILLIMETER | INCH |

**DRAWING NO.**

33971

**REV.**

B

**DESIGN**

SEE SPECIFICATIONS

**CONSTRUCTION**

SEE SPECIFICATIONS

**DESCRIPTION**

FSFD 4.5-*