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Product data sheet
Characteristics

990NAA26320
connection cord set for PC terminal - for Unity
processor - 3.7 m

Main
Accessory / separate
part category

Connection accessories

Accessory / separate
part type

Connecting cable

Accessory / separate
part designation

Connection cordset for PC terminal

Accessory / separate
part destination

Unity processor

Cable length 3.7 m

Complementary
Product compatibility 140CPU31110

140CPU43412A
140CPU43412U
140CPU53414A
140CPU53414B

Range compatibility Modicon Premium automation platform
Modicon Quantum automation platform
Magelis HMI GTO

Electrical connection 1 connector SUB-D 9 processor side
1 connector SUB-D 9 PC side RS232

Product weight 0.3 kg

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS Compliant - since 0725 - Schneider Electric declaration of conformity
REACh Reference contains SVHC above the threshold - go to CaP for more details
Product end of life instructions Need no specific recycling operations

Contractual warranty
Period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=698242&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=698242&lang=en-us

