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 To suit a wide range of mineral insulated and other probe type sensors offered by Farnell  

 Male in-line stainless steel compression type with nut & olive

 1/8”, 1/4" & 1/2” BSP parallel or BSPT tapered threads available

 Suits 1.0, 1.5, 3.0 or 6.0mm probe diameters

“BSP parallel & BSPT tapered to suit
thermocouple probe
diameters 1.5, 3.0, 4.5 & 6.0mmØ “

Stainless Steel Compression Glands

Formed in 1971, Labfacility

specialize in the field of 

Temperature and Process

Measurement.

We are the largest UK

manufacturer of both

temperature sensors and

thermocouple connectors

Quality and Service are key
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of Labfacility.

Technical support is always freely

available from our

experienced technical sales teams

and the company has ISO9001
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temperature and process technology
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Stainless Steel Compression Glands

(BSP parallel)

(BSPT tapered)

BSP Parallel:

Type Thread Size Thread Type Suits Probe Ø Farnell order code

St/Steel 1/8” BSP Parallel 1.5mm 163-3392
St/Steel 1/8” BSP Parallel 3.0mm 163-3393
St/Steel 1/8” BSP Parallel 6.0mm 163-3395
St/Steel 1/4” BSP Parallel 6.0mm 163-3398

BSPT Tapered:

St/Steel 1/8” BSPT Tapered 1.0mm 541-060
St/Steel 1/8” BSPT Tapered 1.5mm 254-630
St/Steel 1/8” BSPT Tapered 3.0mm 254-642
St/Steel 1/8” BSPT Tapered 6.0mm 163-3410
St/Steel 1/4” BSPT Tapered 3.0mm 163-3411
St/Steel 1/4” BSPT Tapered 6.0mm 254-654
St/Steel 1/2” BSPT Tapered 6.0mm 163-3414


