### 23mm to 30mm Coin Cell Holders

#### THRU-HOLE (THM) & SURFACE MOUNT (SMT) COIN CELL HOLDERS

**Operating Temperature:** -60°F to +293°F (-50°C to +145°C)

**Material:**
- Contacts: 0.074 (1.9) Spring Steel, Tin-Nickel Plate
- Operating Temperature: -60°F to +293°F (-50°C to +145°C)

**Tape & Reel Spec’s:** 44mm wide; 32mm pitch; 13 inch reel; (200 pieces per reel)

**Material:**
- Contacts: 0.055 (1.4) Spring Steel, Tin-Nickel Plate
- Operating Temperature: -60°F to +293°F (-50°C to +145°C)

**Contact Resistance:** Meets ANSI/EIA-481 standard

**RoHS Compliant**

**Available on Tape and Reel**

---

**23mm Coin Cell Holders**

**CAT. NO.** | **BATTERY REFERENCE**
--- | ---
104 | (1) CR2430, (1) CL2450
107 | (2) CR2430, (2) CL2450
1027 | (1) CR2477

**Material:**
- Contacts: 0.074 (1.9) Spring Steel, Tin-Nickel Plate
- Operating Temperature: -60°F to +293°F (-50°C to +145°C)

**Contacts:** Material: 0.074 (1.9) Spring Steel, Tin-Nickel Plate.

---

**24mm Coin Cell Holders**

**CAT. NO.** | **BATTERY REFERENCE**
--- | ---
105 | (1) CR2430, (1) CL2450
1025 | (1) CR2430, (1) CL2430
1025-7 | (2) CR2450, (2) CL2450

**Material:**
- Contacts: 0.074 (1.9) Spring Steel, Tin-Nickel Plate
- Operating Temperature: -60°F to +293°F (-50°C to +145°C)

**Contacts:** Material: 0.055 (1.4) Spring Steel, Tin-Nickel Plate.

---

**30mm Coin Cell Holders**

**CAT. NO.** | **BATTERY REFERENCE**
--- | ---
301 | BR002

**Material:**
- Contacts: 0.074 (1.9) Spring Steel, Tin-Nickel Plate
- Operating Temperature: -60°F to +293°F (-50°C to +145°C)

**Contacts:** Material: 0.055 (1.4) Spring Steel, Tin-Nickel Plate.