UNCONTFROLLLED DOCUMENT PART NUMBER REV.
SSI-LXH312ID—150 E
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A REDRAWN. 10.16.92
3] UPDATED SAFE OPER. SPECS. 1.20.95
G | ADDED TO NOTE #3. 5,12.95
pS.00 [e01571 1,30 [0.051] D | E.C.N. #10178. 6.5.96
| W\ E |E.C.N. #108RDR. & REDRAWN. 7.12.01
4,30 [0.1691] H 0.90 [0.035]
13.00 [0.312] ELECTRQ—OPTICAL CHARACTERISTICS TA=25'C I£=20mA
] PARAMETER MIN LA MAX UNITS  TEST COND
I_I PEAK WAVELENGTH 635 nm
FORWARD VOLTAGE 20 25 V¢
REVERSE VOLTAGE 50 Ve lp=100pA
©4.00 [90.1571 —~ -— N} AXIAL INTENSITY ki med  l§=20mA
5 u I VIEWING ANGLE 6l I theta
il (] EMITTED COLOR: RED
4 | EPOXY LENS FINISH: RED DIFFUSED
el i
6.000" '
0 AL @
B LIMITS OF SAFE OPERATION AT 25°C
PARAMETER MAX LINITS
S | PEAK FORWARD CURRENT* 150 mA
H H H 6.00 [0.236] STEADY CURRENT k) mA
] . POWER DISSIPATION 105 mW
| ] DERATE FROM 25°€ -12 m/C
OPERATING, STORAGE TEMP. —40T0 +85 '
@ NOTES: SOLDERING TEMP. +260 '
2.0mm FROM HODY 3 SEC. MAX
1. SSH-LXH3121 HOLDER, BLACK NYLON 84-V., <GS

2. SSL-1X3044I0 LED, LEADS GUT TO 5mm.

3. ANODE LEAD: LXP-WST26RDTOC, RED INSULATED LEAD,
26 AWG, CUT 158mm LONG, STRIP 3.0mm & 6.0mm.

4. CATHODE LEAD: LXP-WST26BLTOC, BLACK INSULATED LEAD,
26 AWG, CUT 188mm LONG, STRIP J.0mm & 6.0mm.

5. MOUNTING HOLE: 80.170°-80.174"

CNVCONTIROLLELD LOCUMENT

*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECNAL PRECISON ARE: X=41 (0.030], XX=105 (£0.020), XXX=£0.25 (0010}, XNXX=20.127 (+0005). LEAD SUE=£0.05 (£0902), LEAD LENGTH=£075 (x0.030). MN= FJEENAL PRECEION ypy - 4000 ormision
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