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Dimensions are in Inches [mm]
Tolerances unless otherwise noted:
 .X: ±.015, .XX: ±.010, .XXX: ±.005, Angular: ±1/2°
* Denotes Critical Assembly Dimensions

36258 59145-010 SENSOR D10-59145-010-1

Form A
10 W Max.
150 V DC Max.
120 V AC RMS Max.
200 V DC Min.
.30 A DC Max.
.25 A AC RMS Max.
.50 A DC Max.
.35 A AC RMS Max.
.200 Ohm Max.

Contact Type:
Contact Rating:
Voltage, Switching:

Voltage, Breakdown:
Current, Switching:

Current, Carry:

Contact Resistance, Initial:
  (Including Leads)

Black UL94V-0 Polyester
Black Epoxy
24 AWG UL1569 Black
57145-000
.225 [5.72] Min.
.800 [20.32] Max.

Capsule:
Encapsulant:
Leads:
Actuator:
Actuate Distance:
Deactuate Distance:

.750

.135

.560

.625 .250
.125 X .308 LG. SLOT (2)

.250

.375

1.122 12.0±.250

.150 MAX.
*

*

STRIPPED: NOT TINNED

.250±.040
*
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[6.35±1.02]

[3.18 X 7.82]
[6.35][15.88]
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[9.53]

[6.35] [3.81]
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