Product Features

- 100% tool-less assembly saving time and money
- Maintenance free
- Supplied complete with UL and VDE 16A 4 Pole Screwless Terminal Block with Multi Conductor access on input and output (2 x 1.5mm²)
- Manufactured from Polypropylene material, Flame Retardant UL94 V0
- Spare Butterfly Clip included
- IP20 Protected
- Conforms to EN60598-1 (Glow wire test)

Dimensions and Product Code

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>H (mm)</th>
<th>W (mm)</th>
<th>L (mm)</th>
<th>Included Terminal Block</th>
<th>Terminal Body Material</th>
<th>Min Conductor Size (mm²)</th>
<th>Max Conductor Size (mm²)</th>
<th>Maximum Current (A)</th>
<th>Temp Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>DEKSB-003</td>
<td>White</td>
<td>28.5</td>
<td>50</td>
<td>97</td>
<td>1x4 pole screw-less</td>
<td>Polypropylene</td>
<td>0.5</td>
<td>2.5</td>
<td>16</td>
<td>-20°C to +85°C</td>
</tr>
</tbody>
</table>

Debox (Screw) Range Dimensions and Product Codes

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>H (mm)</th>
<th>W (mm)</th>
<th>L (mm)</th>
<th>Included Terminal Block</th>
<th>Terminal Body Material</th>
<th>Max Conductor Size (mm²)</th>
<th>Maximum Current (A)</th>
<th>Temp Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>DEKSB-001</td>
<td>White</td>
<td>28.5</td>
<td>53</td>
<td>97</td>
<td>1x4 pole screw</td>
<td>Polypropylene</td>
<td>4</td>
<td>24</td>
<td>-20°C to +85°C</td>
</tr>
<tr>
<td>DEKSB-002*</td>
<td>White</td>
<td>28.5</td>
<td>50</td>
<td>97</td>
<td>1x4 pole screw</td>
<td>Polypropylene</td>
<td>4</td>
<td>24</td>
<td>-20°C to +85°C</td>
</tr>
</tbody>
</table>

* debox s

Associated Products

- IP66 DN Enclosures
- Kwik-Wire Connectors
- IP68 Weatherproof
- Emergency Stop Control Stations
- Key Switch Control Stations
- 12 Way Plug & Socket Connector Strip