### Notes:
1. VITA 57 CONNECTOR.
2. \( \text{\textcircled{0}} \) REPRESENTS A CRITICAL DIMENSION.
3. MINIMUM PUSHPULL FORCE: 0.50 LBS.
4. PARTS TO BE PACKAGED IN TAPE & REEL.
5. NOTE: DELETED.
6. DIMENSION C10 MUST BE MEASURED USING INSPECTION FIXTURE AT-1817-836-2, USE CO-AU-WI-2003-M FOR PROCESS.
7. ATTACH LABEL "SEAX-0001" TO EACH TAPE & REEL PACKAGE.
8. MAXIMUM ROW TO ROW VARIATION .003(0.08), MEASURED FIRST & LAST POSITIONS ONLY, ALL ROWS.
9. For quantities up to 49 pieces, no leader, trailer, or reel will be supplied. For quantities 50 - 124, no leader or trailer will be supplied.

### Table

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>PART NUMBER</th>
<th>QUANTITY</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SEAM-40-03.5-10-A</td>
<td>1.0000</td>
<td>LCP, UL 94 VO, COLOR: BLACK</td>
</tr>
<tr>
<td>2</td>
<td>NEW-SUB-T-1M36-03.5-5-2</td>
<td>400.00</td>
<td>COPPER ALLOY / LEAD FREE SOLDER</td>
</tr>
<tr>
<td>3</td>
<td>K-DOT-.404-.500-.005</td>
<td>1.0000</td>
<td>POLYIMIDE FILM</td>
</tr>
<tr>
<td>4</td>
<td>CT-SEAM033MS</td>
<td>1.0000</td>
<td>CONDUCTIVE POLYMER</td>
</tr>
</tbody>
</table>

### Proportionality
- **Detail A**: Scale 4:1
- **Detail B**: Scale 4:1
- **Section "C"-"C"**: Scale 3:1

### Solder Charge

1. VITA 57 CONNECTOR.
2. \( \text{\textcircled{0}} \) REPRESENTS A CRITICAL DIMENSION.
3. MINIMUM PUSHPULL FORCE: 0.50 LBS.
4. PARTS TO BE PACKAGED IN TAPE AND REEL.
5. NOTE: DELETED.
6. DIMENSION C10 MUST BE MEASURED USING INSPECTION FIXTURE AT-1817-836-2, USE CO-AU-WI-2003-M FOR PROCESS.

### Special Notes
- ATTACH LABEL "SEAX-0001" TO EACH TAPE & REEL PACKAGE.
- MAXIMUM ROW TO ROW VARIATION .003(0.08), MEASURED FIRST & LAST POSITIONS ONLY, ALL ROWS.
- For quantities up to 49 pieces, no leader, trailer, or reel will be supplied. For quantities 50 - 124, no leader or trailer will be supplied.

### General Notes
- **DWT**: .028 (.071) REF
- **DWT**: .028 (.071) REF
- **DWT**: .028 (.071) REF
- **DWT**: .028 (.071) REF
- **DWT**: .028 (.071) REF
- **DWT**: .028 (.071) REF

### Proprietary Note
This document contains information confidential and proprietary to Samtec, Inc., and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of Samtec, Inc.
ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE.
NOTES:
STENCIL TO BE .0060 [.152] THICK.

ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE.
USER DIRECTION OF UN-REELING POCKET NOT DETAILED

SECTION "D" "D"
PACKAGING VIEW

PROPRIETARY NOTE
THIS DOCUMENT CONTAINS INFORMATION CONFIDENTIAL AND PROPRIETARY TO SAMTEC, INC. AND SHALL NOT BE REPRODUCED OR TRANSFERRED TO OTHER DOCUMENTS OR DISCLOSED TO OTHERS OR USED FOR ANY PURPOSE OTHER THAN THAT WHICH IT WAS CREATED WITHOUT THE EXPRESSED WRITTEN CONSENT OF SAMTEC, INC.