
Introduced into the market as a low current high output 
range of sounders, sound bombs are ideal for domestic 
security systems, caravans, boats and small commercial 
installations.  

SBI Sound Bomb 

Voltage 12Vdc 

Voltage Range 6-15v 

Current 85mA 

Sounder output at 1 metre 104dB 

Frequency 1.5-2.8kHz 

Dimensions 
84 L X 55 W X 32.3 H 
(mm) 

Overall Length 108mm 

Fixing Centres 97.5mm 

Technical Specifications 

LY04-001-17 

Order Code 
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Introduced into the market as a low current high output 
range of sounders, sound bombs are ideal for domestic 
security systems, caravans, boats and small commercial 
installations.  

SB2 Sound Bomb 

Voltage 12Vdc 

Voltage Range 6-15v 

Current 190mA 

Sounder output at 

1 metre 
111dB 

Frequency 1.5-2.8kHz 

Dimensions 105 L X 105 W X 45 H (mm) 

Overall Length 105mm 

Technical Specifications 

Home Automation Security Intruder Alarms 

LY04-002-18 

Order Code 



TK401 Piezo Sounder 
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TK403 Piezo Sounder 

Home Automation Security Intruder Alarms 

Voltage 12Vdc 

Typical Current 150mA 

Sounder output at 1 metre 110dB 

Frequency 2.0-2.8kHz 

Dimensions 40 D X 55 L (mm) 

Technical Specifications 

LY03-001-13 

Order Code 

Voltage 12Vdc 

Typical Current 320mA 

Sounder output at 1 metre 120dB 

Technical Specifications 

LY03-002-14 

Order Code 



The photograph shows our very popular electronic 
sounder. The solid state TK 814 has a high sound output, 
is self contained and fully weatherproof.  

TK 814 Horn Sounder 

Voltage 12Vdc 

Current 310mA 

Sounder output 118dB 1 metre 

Dimensions 96mm X 101mm 

Technical Specifications 

LY02-009-17 

Order Code 
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Logo Sounder With LED Indication 

Voltage 12Vdc 

Voltage Range 6-14Vdc 

Current 300mA 

Sounder Output 108dB 1 metre 

Frequency 3.4kHz-0.5kHz 

Dimensions 96mm X 101mm 

Technical Specifications 

Home Automation Security Intruder Alarms 

LY07-010-30 

Order Code 



Logo Extension Speaker 
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Home Automation Security Intruder Alarms 

Wattage 3W 

Ohms 16 

Sound Output 106dB 1 metre 

Frequency 6.4kHz-0.5kHz 

Dimensions 132mm X 35mm 

Technical Specifications 

LY07-009-37 

Order Code 


