An ideal Smart Home Security Kit for Small Homes and Flats. Includes Indoor IP Camera which is tillable 360 degrees and with 2 ways audio and motion Sensor Alarm, Door Contact Sensors, PIR Motion Sensor and Smoke Detector. You can add up to 3 PIR Sensors, 2 Door Contacts and 2 Smoke Sensors within 10-15 meter range of the Indoor Camera which acts as a Hub.

Technical Parameters of Indoor IP Camera

- Acts as a Hub to other external Sensors. Also has in-built motion sensor detection Alarm
- 780P (1280x720 pixels) and high definition H.264
- ONVIF compatible
- Has a slot for up to 64G Micro TF Card for storage
- Two Way Audio
- IR-Cut and Night Vision

SKU Code: SHAH5006
EAN Code: 7103355043531
Technical Parameters for Smoke Detector

- Working voltage: DC12V
- Static current: ≤10uA
- Alarm current: ≤15mA
- Working temperature: -10°C~+50°C
- Working humidity: ≤95%RH
- Detecting area: 15m²

Technical Parameters for Door Sensor

- Power Supply: 12V (23A Battery x 1pc)
- Static Current: <35 uA
- Alarm Current: <10 uA
- Transmitting Distance: <80m (in open area)
- Radio Frequency: 315MHz or 433.92 MHz±75MHz
- Housing Material: ABS plastic
- Operating Temperature: Temperature -10ºC~+55ºC
- Relative Humidity: <80% (no-condensing)

Technical Parameters for PIR Sensor

- Detection range: 8-12m
- Transmission frequency: 315MHz
- Quiescent current: ≤60uA
- Alarm current: ≤20mA
- Operating temperature: -20°C~55°C
- Relative humidity: 10~95%

<table>
<thead>
<tr>
<th>SKU Code</th>
<th>Product Name</th>
<th>EAN Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>SHA5001</td>
<td>Smart IP Camera (Also is a HUB)</td>
<td>7103358275670</td>
</tr>
<tr>
<td>SHA5002</td>
<td>Long Range PIR Sensor</td>
<td>7103352810716</td>
</tr>
<tr>
<td>SHA5003</td>
<td>Door Sensor</td>
<td>7103354692693</td>
</tr>
<tr>
<td>SHA5004</td>
<td>Smoke Detector Sensor</td>
<td>7103355468150</td>
</tr>
<tr>
<td>SHA5006</td>
<td>Complete Mini Automation Kit (1x Smart IP Camera +1x PIR Sensor +1x Door Sensor +1x Smoke Detector Sensor)</td>
<td>7103355043531</td>
</tr>
</tbody>
</table>