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Rectangular Tongue
Terminals
{Insulation Restricting}

PIDG (Pre-Insulated Diamond Grip) (Centinues)

Material

Insulation — Nylon, UL €4¥-2

Terminal Body —Copper per
ASTN B-152

L Plating—Tin per ASTM B-345

€ Metallic Sleeve— Coprer per
ASTM B-152

Plating —Nizkel per Q0-N-290
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Related Product Data

Insulation Golor Code —pg. 4
Packaging Quantities— g 4
Perfarmance Specifications —
pgs. 4 &5

Application Teoling-—pg. 72

: . Tongue i i Terminal Wire Part Numbers
_ertla Size Material Stud Dimensions Insulation Insulation A e
Circular Mils  hickness Size w C E L X Color Diameter Loose
[mm?] Max. Min. Max. Max. Solid/Stripe  Range Piece
24
020 6 312 308 683 875 187 031-055 _
[g_’;j} 051 M35  7o2 782 1735 2228 475 relowBle 5359770 2 3268762
5 277 277 934 1,087 143 ‘ .116-.200 o,
; 21(():(-36 042 M3 7.04 7.04 2372 27.61 aea TelOWEBIOWN 545 200 53g12-2
y 107 a 3090 621 1276 1596 310 ‘ 119-200
11 . - : : : /B -
e Ma 9.91 1577 3241  4AD54 787 relowBiown 505 ¢ 08 53914-2

Note: “C" dimension applies from edge of metal wire barral to center of stud hole.

Spade Tongue ‘._ w _.‘ Material Related Product Data
Terminals . ! Insulafion —Nylon, UL 94v-2 Insulation Color Code —gg. 4
x |, i Terminal Bady and Meiallic Packaging Quantities—ng. 4
i f Sleeve— Ccpper per ASTM B-152 Performance Specifications —
L o] Plating —Tin pe- ASTM B-545 rgs 485
\ £ - Application Tooling—pg. 72
wire Size  pordle Stud Dimensions Terminal |, oiiS,, _ PartNumbers
Circular Mils Thickness Size w C E L X Insulation Diameter Loose Tape
[mm?] Mayx. Min, Max. Manx. Color Max. Picce Mounted
2624
029 6 250 2n 632 q09 072 095 caiqe.
238475 0.74 M35 835 538 1805 1801  1.83 Yellow 2.41 - 531152
[0.12-0.24)
125 078 400 a7 062 082
2622 020 0 318  1.98 1089 1208 157 Yetlow 2.08 322001 =
10.10-0.41] 0.1 4 203 2m sz g 0T velow 082 421085°  2-321085-1
2 182 203 607 727 115 140 N
M2 462 518 1642  18A7 282 Red 356 9283947 2-328394-)
218 156 560 574 109 125 ] —
. 554 396 1422 di7dz 277 Red 31g  17%ETTITO
218 156 560 674 .09 140 - )
554 396 1422 {712 277 Red 356 s277i7t 19277z
250 312 716 846 125 140 N ]
§35 792 1819 2148 3.8 Red 356 345417 2-34541-
297 203 .607 753 141 125 - ]
754 546 542 19.13  3.58 Red 318 3408C7  2-34080-
6 257 203 .07 763 141 140 R .
22-1€ 033 M35  7.54 5.16 ‘542 1913  3.58 Red .56 326861 2-3268611
509-3,960 !
" 0.84 44 218 622 783 156 125 Ay
1026-1.69] 874 554 ‘580 1988  2.08 Heq 3.18 32403 -
344 218 692 783 56 140
871 551 ‘580  19.8¢  2.96 Reo 3.56 32404 2-32404-1
ars a2 716 908 187 125 o oo,
a 953 792  ia19 2306 475 Rec 3.18 3205¢°  2-32050-1
M4 .375 312 716 .908 187 .140 o
953 782 1819 2306 475 Rec 3.56 320537 2320831
ars 312 .76 908 187 125 R
o 953 72  ia1a 3306 475 Rec 518 320517 2-320511
ars 312 76 808 187 140 R
9.53 7.92 1819 2306  4.75 Rec 3.56 320547 2-32054-1

*Available in small packaging guantiies.

Note: "C” dimension applies from edge of metal wire barrel te center of stud hole.

21

Dimensions are shown for refarence
pUrposes only.

Cimensions are in inches and
millimeters unless otherwise
specified. Values in brackets are
metric equivaien:s.

Specifications subject to change.

Technical Support Center
1-800-522-6752
WAMW.BMP.COM
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