## 80 WATT CONSTANT VOLTAGE LED DRIVER

## STONTRONICS: PAX1280TD-1

## Features:

- Constant Voltage Output
- IP44 Rated
- Class II
- Compact Plastic Low Profile enclosure
- 2 Year Warranty



## Description:

The Stontronics Range of 80 Watt Constant Voltage LED Drivers are housed in a compact light weight high quality IP44 plastic enclosure with covered input \& output terminals suitable for general Indoor LED applications

| Specification |  |
| :--- | :--- |
| Part Number | PAX1280TD-1 |
| Output Voltage Rating | 12 Vdc |
| Output Current | 6000 mA |
| Rated Power | 80 Watt |
| Input Voltage Range | $90-130 \& 180-240 \mathrm{~V} / \mathrm{AC}$ |
| Input Voltage Frequency | $50-60 \mathrm{~Hz}$ |
| Input Current | $0.85 \mathrm{~A} / 0.43 \mathrm{~A}$ |
| Power Factor | $>0.95$ |
| Efficiency | $>85 \%$ |
| Short-circuit Protection | Intermittent restart mode, after the exception can be automati- <br> cally restored |
| Over Current Protection | Hiccup mode, after the removal of abnormal flow can be auto- <br> matically restored |
| Over Voltage Protection | Hiccup mode, after the exception of abnormal pressure can be <br> automatically restored |
| Operating Temperature / Humidity | $-30^{\circ} \mathrm{C}$ to $+45^{\circ} \mathrm{C} / 5 \%$ to $95 \%$ RH |
| Storage Temperature / Humidity | $-40^{\circ} \mathrm{C}$ to $+70^{\circ} \mathrm{C} / 5 \%$ to 95\% RH |
| Size | $189^{*} 65 * 30 \mathrm{~mm}$ |
| Life Time | 50 K hours |
| EMC Emission | EN55022 <br> EN55015 Class B |
| Weight | EN60598 |

## 80 WATT CONSTANT VOLTAGE LED DRIVER

## Diagrams



