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No. Description Qty. Unit
1 No-ulCat8 S/FTP[Z7AcG(7/0.16BC)+1P+A]+4a(Corewire OD:1.2m) B12Alalwo

Yellow(PVC001-0001) halfE:S/FTPCat8 27AWG+4P
L m

2 Cat8 RJ45 8P8C, White insulation, Pin Plated gold 3μ” 2 Pcs
3 Double conductive copper foil, 25μ, W=5mm 0.07 m
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Connector to Connector : RJ45 Plug to RJ45 Plug
LAN Category : Cat8
Contact Resistance : 3Ω (Max.)
Insulation Resistance : DC 300V/10ms, 10MΩ (Min.)
Jacket Colour : Yellow

Dimensions : Millimetres



 

Cat8 Ethernet Cables

 Newark.com/multicomp-pro 
Farnell.com/multicomp-pro 
Element14.com/multicomp-pro

Page <2> 28/03/22     V1.013/06/22      V1.1



 

Cat8 Ethernet Cables

 Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, any 
error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make any 
assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or where 
the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its negligence. 
Multicomp Pro is the registered trademark of Premier Farnell Limited 2019. 
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Description L ±T (mm) Part Number
Ethernet Cables, SFTP, Cat8, RJ45 Plug to RJ45 Plug, Yellow 1000 ±20 MP008778

2000 ±30 MP008779
3000 ±40 MP008780
5000 ±60 MP008781

Part Number Table

Construction(mm)
Material
Cabling OD(mm)
Material
OD(mm)
Avg.Thickness(mm)
Color

Construction(mm)
Material
Constructive Side
Overlap Rate

Mylar Overlap Rate
Assemble Cabling OD(mm)
Mylar Overlap Rate
Al Constructive Side

Construction(mm)
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Construction(mm)
Material
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Jet Print Color
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Conductor

Insulation
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Drain

Braid

Jacket

Date: 2022-5-19

Revision History

Approved by:

Part No.:             Spec No: HN-JX12219
Customer: Customer No: 

0.9
YELLOW (PVC016-4010)

BLACK

16/10/0.12±0.005
Aluminium Magnesium Alloy Wire

85%
PVC     (Semi-matte)

8.2±0.20

----- Test Object Jacket
-----
-----

-----
5.5(Ref.)

----- Physical Characters:

-----
Outside

25%

1 2 3 4
Cores Twisted 2.1(Ref.)

-----

PE
1.20±0.05

0.35

7/0.160±0.005mm 1. Voltage rating:  30V        Temperature rating:  60
Bare Copper 2. Dielectric strength:   AC-500V/MIN

0.48 3. Insulation resistance:  100 M (OHMS*KM  MIN at 20 )

Construction Performance
Item A Electrical Characters:

Jet Print

Specification CAT.8   S/FTP  (#26*1P+A)*4+B

Cross Section Colo r
1P:Blue & White Blue
2P:Orange & White Orange
3P:Green & White  Green
4P:Brown & White  BrownJacket

F-DXB-010-B
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