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CMC CONNECTOR
32, 48, 64, 86 Way

CMC 48W Connector

BENEFITS

• TPA* front holder latch for lock & unlock
• Smooth guided terminal insertion
• Clean body terminals do not damage  

mat/block seal
• High retention force 
• Standard interface interchangeable with multiple 

suppliers

FEATURES

• Polarized terminals
• Mat seal is pre-closed on the 0.64 mm terminal 

cavities
• Easy cable assembly
• First mate last break lay-out for safe connection

* Terminal position assurance

APPLICATIONS

Cavity Count (ways)  32, 48, 64, 86

Materials PBT

Genders Female

Engine management

Gas converter

Body control

TECHNICAL CHARACTERISTICS

MATING/UNMATING 
CYCLES 

20  
(with tin plated terminals)

TEMPERATURE VIBRATION

Class 2

+125°C

-40°C

IP68
IPX9K

SEALING 
PROTECTION

See back page for representative part numbers and packaging dimensions.
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Part number Cavity Count (ways) Color coding Mating cover part number

13851306 32 Black 13851307

13956255 48 Black 13956254 0° 33517228 45°

13648596 64 Black 13648597

33156001 86 Grey 33121915

DIMENSION MEASUREMENT SAMPLE

CS-SP33-CMC-En0519

32 Way 48 Way 64 Way 86 Way

COMPATIBLE WITH

CMC Covers CMC Pin Headers GTS 0.64 Series Terminals GTS 1.5 Series Terminals


