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M12 4P A-CODE MOLD 
CONNECTOR, MALE, SHLD

WATERPROOF GLUE 
AREA, BLACK

NOTES

MATERIAL
SEE MATERIAL LIST

ELECTRICAL
CURRENT RATING:4 A
VOLTAGE: 250VAC 
CONTACT RESISTANCE:10mΩ MAX
INSULATION RESISTANCE:100MΩ MIN

ENVIRONMENT
OPERATING TEMPERATURE:-25~+85°C

APPLICATION
CONNECTOR MEET :IEC 61076-2-101 STANDARD
INGRESS PROTECTION RATING IS IP67

MISCELLANEOUS:
CONNECTOR SHALL BE INDIVIDUALLY PACKAGED IN 
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

MATERIAL LIST

ITEM DESCRIPTION MATERIAL PLATING/COLOR QTY
1 HOUSING THERMOPLASTIC UL94 V-0, BLACK 1
2 SPRING SUS NA 1
3 CONTACT COPPER ALLOY GOLD FLASH 4
4 SHIELD TUBE COPPER ALLOY NICKEL 1
5 O-RING SILICA GEL BLACK 1
6 SHELL BRASS NICKEL 1
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