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Combustible Gas Leak Detector 
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Features
•  Visible, audible and vibration alarm for noisy & bright environments
•  Highly sensitive and reliable
•  Pinpoint small Leaks: Detects all combustible gas leaks even tiny leaks
•  Auto Zero
•  Highly Accuracy, quick response
•  16” inch flexible probe with replaceable sensor
•  Auto Power Off

Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. DURATOOL is the registered trademark of Premier Farnell Limited 2019.

Part Number Table

Description Part Number
Combustible Gas Leak Detector MP780969

Visual Alert 5 Red LEDs: Gas Measuring Levels; Sensitivity Visual Alert
Audible Alert (85db) Loud Audible Ticking Rate (w/Continuous Modulation Proportional to 

Gas Level)
Vibration Alert Standard
Sensitivity <50ppm (methane)
Response Time <2 Seconds
Range 0-10000ppm (methane)
Sensitivity Level (methane)(HIGH) 5 Levels: 100/400/700/1000/>1000ppm
Sensitivity Level (methane)(LOW) 5 Levels: 1000/4000/7000/10000/>10000ppm
Warm Up Calibration Automatic
Warm Up Time 50 Seconds Max
Operating Buttons Seven: Power ON/OFF, High/Low Sensitivity, Audio Alerts,

Vibration Alerts, Auto Zero, Auto Power Off, Hold
Batteries Polymer Li-Ion Battery
Low Battery Status Low and High Sensitive LED Solid
Sensor Connection Plug-In
Expected Sensor Life 5 Years
Probe Flexible 16”/400mm
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