
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ANSI PFA Insulated Exposed Junction 
thermocouple with Moulded-on Plug - Type K 

Labfacility are the UK’s leading manufacturer of Temperature Sensors, Thermocouple 
Connectors and associated Temperature Instrumentation and stockists of Thermocouple 

Cables. The Company has been trading since 1971 and is ISO 9001 accredited.  

Labfacility have supplied Farnell for over 30 years, and an extensive range of our products are 
available to buy online, from stock, direct from Farnell. 
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Specifications 
General Description Good mechanical strength and flexibility, resistant to oils, 

acids and other adverse fluids, gasses, steam etc. 

Thermocouple Type K 
Thermocouple Junction Exposed 
Cable Length 1, 2 or 3m 
Cable Type PFA Teflon® twin twisted pair 
Core / Strands 1/0.3mm 
Termination Type moulded-on type K ANSI miniature thermocouple plug 
Max. Temperature 260°C 
Min. Temperature -75°C 
Tolerance Tolerance Class 1 for optimum accuracy 
Standards Met ANSI MC96.1 Colour Coded 

 

 

Ordering Information 
 
 

Type Style Material Cable 
Size 

Length Termination Manufacturers Code Order 
Number 

K TWIN 
TWISTED 

PFA 1/0.3mm 1m 
(3.3ft) 

MOULDED-ON 
PLUG 

Z2-K-1.0-C81-MMP-ANSI 
1/0.3 PFA 

4073373 

K TWIN 
TWISTED 

PFA 1/0.3mm 2m 
(6.56ft) 

MOULDED-ON 
PLUG 

Z2-K-2.0-C81-MMP-ANSI 
1/0.3 PFA 

4073376 

K TWIN 
TWISTED 

PFA 1/0.3mm 3m 
(9.84ft) 

MOULDED-ON 
PLUG 

Z2-K-3.0-C81-MMP-ANSI 
1/0.3 PFA 

4073359 
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