MENTOR

INNOVATIONS FOR THE FUTURE

@2mm LED-Leisten @2mm LED-Arrays
stehend vertical

Allgemeine Hinweise und Technische Daten General Remarks and Technical Data

Allgemeine Hinweise und technische Daten: siehe Seite 4 General remarks and technical data: see page 4

Technische Daten LED's: siehe Seite 65/66 Technical data LEDs: see page 65/66

Spezifische Technische Daten Specific Technical Data

Gehausewerkstoff: PC UL94 schwarz Housing Material: PC UL94 black

Die Leisten sind auch in liegender Ausfiihrung lieferbar (siehe Seiten 20 und 21). The arrays can also be supplied in a horizontal design (see pages 20 and 21).
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Prinect Printready ColorCarver
Page is color controlled with Prinect Printready ColorCarver 3.0.70
Copyright 2005 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

To view actual document colors and color spaces,
please contact your local Heidelberg office in order to get a free
Prinect Color Editor (Viewer) plug-in.

Applied Color Management Settings:
Output Intent (Press Profile): IsoCoated_V2_280_GCR85.icc

RGB Image:
Profile: HDM sRGB Profile.icm
Rendering Intent: Perceptual
Black Point Compensation: no

RGB Graphic:
Profile: RGB2CMYK.icm
Rendering Intent: Perceptual
Black Point Compensation: no

CMYK Image:
Profile: DL_IsoCV2_zu_IsoC_280GCR85_Kerh.icc
Rendering Intent: Relative Colorimetric
Black Point Compensation: yes
Preserve Black: no

CMYK Graphic:
Profile: DL_IsoCV2_zu_IsoC_280GCR85_Kerh.icc
Rendering Intent: Relative Colorimetric
Black Point Compensation: yes
Preserve Black: no

Device Independent RGB/Lab Image:
Rendering Intent: From Document
Black Point Compensation: no

Device Independent RGB/Lab Graphic:
Rendering Intent: From Document
Black Point Compensation: no

Device Independent CMYK/Gray Image:
Rendering Intent: Relative Colorimetric
Black Point Compensation: yes

Device Independent CMYK/Gray Graphic:
Rendering Intent: Relative Colorimetric
Black Point Compensation: yes

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes

Turn C=M=Y,K=0 (Tolerance 0.5%) Graphic into Gray: yes
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: no
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
All Colors to knockout: no
Pure black to overprint: no
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
CMYK Overprint mode: set to OPM1 if not set
Create "All" from 4x100% CMYK: yes
Delete "All" Colors: no
Convert "All" to K: no


Prinect Printready Trapper
Page is trapped with Prinect Printready Trapper 5.0.70
Copyright 2005 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

To view traps, delete traps or to get detailed trapping information,
please contact your local Heidelberg office in order to get a free
Prinect Trap Editor (Viewer) plug-in.

Settings:
Width: 0.040 mm  =  0.113 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: yes
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 12.0 pt
Overprint Black Strokes: no
Overprint Black Graphics: no



