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SSMT JACK 052
NOTE 1 CABLE 100 ReF
INNER & OUTER BERYLL IUM COPPER GOLD PLATE_OVER
1. igNEESLERWﬁmERE;gESFg:AtENEEHgLJIEEED CONTACTS ALLOY CDA172 NICKEL PLATE
MILL IMETERS OR LESS. LENGTHS ABOVE DIELECTRIC POLYPROPYLENE. GF N/A
165 MILLIMETERS SHALL HAVE CONNECTOR XX.X = mm [ CABLE:
CENTERL INES AL IGNED AT RANDOM. XXX = in JACKET FEP FLUOROCARBON N/A
PER ASTM-D2116
ELECTRICAL SHIELD COPPER WIRE, 44AWG SILVER PLATED
Erequerllcglf ) ESJS -h6 GHz DIELECTRIC EEEEAI;_II__HOB?EQI;BON N/A
gmina mpeddance onms -
Voltage Rating 250 Volts (VRMS Max.) CENTER COPPER CLAD STEEL SILVER PLATED
VSWR ? 3891L§;§l 8 2GHz CONDUE TOR J0AWG ‘
1.40:1 Max. @ 6GHz COMPONENT MATERIAL FINISH
Insulation Resistance 1,000 Megohms Minimum 8 250VDC prep—— pE— Y BATE
Dielectric Withstanding 500 Volts (VRMS Minimum) DMENSONS ARE I MLLMETERS E_RESNICK__3 JUNE 94 AMP incorporated
Vol ’ruge @ Sea Level FRAC. Tq'E;;cNEE D':NG,ES y—— 140 Fourth Avenue
MECHAN | CAL - - - Waltham, MA 02451-7599
. . These cravge and apecics MM SSMT RIGHT ANGLE JACK
Connector Durability 100 mating cycles Horw are the proparty af AP USE ASSY PROCEDURE T0 JACK CABLE ASSEMBLY
not be reproduced or copled or
ENV |RONMENTAL Laed In whole or in part s the szE | cone vovT o, =
Temperature Rating -40°C(-40°F) To +125°C{(257°F) pernission.
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