NOTES:

1. MATERIALS AND FINISH:
   - HOUSING: LCP, COLOR: WHITE
   - CONTACTS: COPPER ALLOY, FINISH: TIN

2. MUST COMPLY WITH DIRECTIVE 2002/95/EC (ROHS)

3. NOTE DELETED.

4. WIRE TYPES AND SIZES ACCEPTED:
   - 18, 20, AND 22 AWG SOLID WIRE
   - 18 AND 20 AWG PREBOND STRANDED WIRE
   - 18 AWG STRANDED WIRE (16 STRAND COUNT)
   - MAX INSULATION OD: 2.10 MM (.083")
   - STRIP LENGTH: 7.00 (.276")

MATERIAL AND FINISH:
   - HOUSING: LCP, COLOR: BLACK
   - CONTACTS: COPPER ALLOY, FINISH: TIN

PACKAGED IN TAPE AND REEL

RECOMMENDED PCB LAYOUT

OBSCOLETE | WHITE | BLACK | WHITE
------------|-------|-------|-------
1954097-3   |       |       |       
1954097-1   |       |       |       
1954097-3   |       |       |       

PACKAGING MATERIAL | COLOR | PART NO.
-------------------|-------|-------
SMT               |       |       

TE Connectivity
POKE-IN LED CONNECTOR ASSEMBLY, 2 POSITION SMT