THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF L-COM, INC. ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF L-COM, INC. IS PROHIBITED.

**NOTES:**

1. CABLES TO BE TESTED FOR CONTINUITY
2. CABLES TO BE INDIVIDUALLY PACKAGED PER L-COM SPECIFICATION PS-0031.
3. DUST COVERS INSTALLED FOR SHIPPING (NOT SHOWN).

**REGULATORY COMPLIANCE:**
CE2011/65/EU (RoHS Directive)

**PRODUCT DESCRIPTION**
DVI CBL DVI-D M/M DUAL LNK, LSZH

**Dimensions are in inches [mm]:**
- Over-all cable length tolerance: ≤ 12 [305] = +1 [25] / -0
- > 12 [305] ≤ 60 [1524] = +2 [51] / -0
- > 60 [1524] ≤ 120 [3048] = +4 [102] / -0
- > 120 [3048] ≤ 300 [7620] = +6 [152] / -0

**All Other Dimensional Tolerances:**
- .X = ± .2 [5.08]
- .XX = ± .02 [.51]
- .XXX = ± .005 [.13]

**UNLESS OTHERWISE SPECIFIED, CABLES TO BE TESTED FOR CONTINUITY**

**NOTES:**

1. CABLES TO BE TESTED FOR CONTINUITY
2. CABLES TO BE INDIVIDUALLY PACKAGED PER L-COM SPECIFICATION PS-0031.
3. DUST COVERS INSTALLED FOR SHIPPING (NOT SHOWN).

**REGULATORY COMPLIANCE:**
CE2011/65/EU (RoHS Directive)