NOTE:

1. MATERIAL:
   HOUSING: PBT WITH 20% GF UL 94 V-0, BLACK COLOR
   CONTACTS: BRASS
   SHELL: STEEL
   SCREW: BRASS
   SCREW LOCK: BRASS
   SCREW TORQUE: 5 kgf-cm MAX.

2. FINISH:
   CONTACTS: GOLD PLATED ON CONTACT AREA,
   0.375µm [15µ"] MIN. MATTE
   TIN ON SOLDER TAIL
   2.54µm [100µ"] WITH ENTIRE CONTACT
   UNDERPLATED 1.27µm [50µ"] MIN. NICKEL
   FRONT SHELL: 2.54µm [100µ"] MIN. NICKEL PLATE
   REAR SHELL: 1.27µm [50µ"] MIN NICKEL UNDERPLATE
   2.54µm [100µ"] MIN BRIGHT TIN PLATE
   SCREW LOCK: 1.27µm [50µ"] MIN. NICKEL PLATED.
   BOARDLOCK: 1.27µm [50µ"] MIN NICKEL UNDERPLATE
   1.27µm [50µ"] MIN MATTE TIN PLATE

3. WAVE SOLDER CAPABLE TO 265°C PER TE TEST SPEC.
   109-202, CONDITION B.