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SLNO DESCRIPTION MATERTAL  [PLATING
| SCREWABLE RECEPTACLE BODY|ALUMINIUM |PASSIVATION
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NOTES -

| PART WILL BE SUPPLIED ONLY [N ASSEMBLED FORM

2. SCREWS TO BE USED ARE M3; RECOMMENDED SCREW -
(MATERTAL - STAINLESS STEEL)

3. CASTED MOUNTING PANEL SHOULD HAVE ON TS REAR SIDE
AN INTEGRAL RECTANGULAR REINFORCED RIBS OF 6MM THICKNESS
AND 4AMM WIDTH ALONG THE MOUNTING SCREW PLANE AT THE TOP
AND BOTTOM TO ACCOMMODATE THE BLIND [NTERNAL SCREW THREAD

M3 x8MM.
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SO 1101 appr | Kuriakose, san 2022105125 product family OCTIS [rel level Released
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PACKING CONF IGURATION

(ASSEMBLED FORM)

PANEL CUT OUT
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' : A 9.7 19.9
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PACKAGING NOTE
TRAYS IN CARD BOARD BOX; 24 PCS BY TRAY
VIEW OF BUILKHEAD FIXED
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—_—1- tolerance std eng |Alosius, Stal 2022/05/23 @_g MM A?) [ o]
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