DESCRIPTION: MACHINED MICRO-D // SOLDER CUP // MALE SPECIFICATIONS:

MATERIALS:
INSULATOR: LCP, UL94 V-0, BLACK
CONTACTS: 154" GOLD PLATED BRASS
SHELL: NICKEL PLATED ZINC ALLOY 60p"-100y"
A£0.25 ELECTRICAL:
B RATED CURRENT: 2A
95 RATED VOLTAGE: 60VDC
35, DW.V.: 630 VAC for 1 min.
<0 25 INSULATION RESISTANCE: 1000 MOhms MIN.
CONTACT RESISTANCE: 30 mOhms MAX.
ENVIRONMENT:
OPERATING TEMPERATURE: -40°C TO +125°C
PROCESS TEMPERATURE:  260°C

m‘ WIRE AWG: 28 AWG MAX RECOMMENDED
¢ LU M M M M ﬂﬁ 26 AWG NEEDS TO BE TESTED FOR FIT
mi \ “NOT DESIGNED TO MATE WITH NORCOMP 380 // 381 // 960 SERIES & NORCOMP
! MICRO-D CABLE ASSEMBLIES USING THE 960 SERIES CONNECTORS.
! **DESIGNED TO MATE WITHIN NORCOMP 58Y-M SERIES MICRO-D CONNECTORS
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