REQUIRED PCB BOARD LAYOUT
COMPONENT SIDE

SEE PRINT 58351 FOR ADDITIONAL PCB INFORMATION

KEY

<table>
<thead>
<tr>
<th>CODE</th>
<th>DIM &quot;A&quot;</th>
<th>DIM &quot;B&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>5.00</td>
<td>4.25</td>
</tr>
<tr>
<td>2</td>
<td>5.75</td>
<td>4.25</td>
</tr>
<tr>
<td>3</td>
<td>6.50</td>
<td>4.25</td>
</tr>
<tr>
<td>4</td>
<td>7.25</td>
<td>4.25</td>
</tr>
<tr>
<td>5</td>
<td>5.00</td>
<td>3.30</td>
</tr>
<tr>
<td>6</td>
<td>5.75</td>
<td>3.30</td>
</tr>
<tr>
<td>7</td>
<td>6.50</td>
<td>3.30</td>
</tr>
<tr>
<td>8</td>
<td>7.25</td>
<td>3.30</td>
</tr>
<tr>
<td>9</td>
<td>5.00</td>
<td>2.65</td>
</tr>
<tr>
<td>10</td>
<td>5.75</td>
<td>2.65</td>
</tr>
<tr>
<td>11</td>
<td>6.50</td>
<td>2.65</td>
</tr>
<tr>
<td>12</td>
<td>7.25</td>
<td>2.65</td>
</tr>
<tr>
<td>13</td>
<td>8.00</td>
<td>4.25</td>
</tr>
</tbody>
</table>

DIMENSIONS

UNPLATED HOLES

PDM: Rev:X                  RELEASED                           .
STATUS:                              Printed: Nov 30, 2009
NOTES:
1. FOR DIM A AND B SEE SHEET 2 AND UP.
2. BODY MATERIAL - LIQUID CRYSTAL POLYMER 30 % GLASS
   FLAME RETARDANT ACC. UL 94-V0.
3. PIN MATERIAL - PHOSPHOR BRONZE.
4. PLATING ON SOLDER TO BOARD:
   88951 - XYY IS SnPb
   88951 - XYYLF IS Sn LEAD FREE
   PLATING ON CONTACT AREA CONFORMS TO PERFORMANCE LEVEL SHOWN IN TABLE.
5. PRODUCT MARKING:
   PART NUMBER, DESIGNATION & BATCH ID.
6. ALL PRODUCTS WITH PART NUMBERS SHOWN IN INDEED TABLES WILL BE PACKAGED IN TUBES.
   IF TRAY PACKAGING IS REQUIRED, A SUFFIX "P" WILL BE ADDED TO THE END OF THE PART NUMBER.
   EXAMPLE: XXXXX-XXXLF OR XXXXX-XXXXP.
7. PRODUCT SPECIFICATION GS-12-180
   APPLICATION SPECIFICATION BUS-20-074
   THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
8. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
   EXAMPLE: 88951-XYYLF.
9. THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF WILL MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
10. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
    EXAMPLE: 88951-XYYLF.

<table>
<thead>
<tr>
<th>PRODUCT NUMBER</th>
<th>88951-XXX</th>
<th>88951-XXXLF</th>
</tr>
</thead>
<tbody>
<tr>
<td>REV E</td>
<td>2006-04-18</td>
<td></td>
</tr>
<tr>
<td>STATUS</td>
<td>Released</td>
<td></td>
</tr>
<tr>
<td>Printed</td>
<td>Nov 30, 2009</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>88951-XYY</th>
<th>88951-XYYLF</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rev</td>
<td>X</td>
<td></td>
</tr>
<tr>
<td>Released</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Printed</td>
<td>Nov 30, 2009</td>
<td></td>
</tr>
</tbody>
</table>

PRODUCT NUMBER
88951-XXX
88951-XXXLF

NOTES:
1. FOR DIM A AND B SEE SHEET 2 AND UP.
2. BODY MATERIAL - LIQUID CRYSTAL POLYMER 30 % GLASS
   FLAME RETARDANT ACC. UL 94-V0.
3. PIN MATERIAL - PHOSPHOR BRONZE.
4. PLATING ON SOLDER TO BOARD:
   88951 - XYY IS SnPb
   88951 - XYYLF IS Sn LEAD FREE
   PLATING ON CONTACT AREA CONFORMS TO PERFORMANCE LEVEL SHOWN IN TABLE.
5. PRODUCT MARKING:
   PART NUMBER, DESIGNATION & BATCH ID.
6. ALL PRODUCTS WITH PART NUMBERS SHOWN IN INDEED TABLES WILL BE PACKAGED IN TUBES.
   IF TRAY PACKAGING IS REQUIRED, A SUFFIX "P" WILL BE ADDED TO THE END OF THE PART NUMBER.
   EXAMPLE: XXXXX-XXXLF OR XXXXX-XXXXP.
7. PRODUCT SPECIFICATION GS-12-180
   APPLICATION SPECIFICATION BUS-20-074
   THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
8. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
   EXAMPLE: 88951-XYYLF.
9. THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF WILL MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
10. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
    EXAMPLE: 88951-XYYLF.

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>88951-XXX</th>
<th>88951-XXXLF</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rev</td>
<td>X</td>
<td></td>
</tr>
<tr>
<td>Released</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Printed</td>
<td>Nov 30, 2009</td>
<td></td>
</tr>
</tbody>
</table>

PRODUCT NUMBER
88951-XXX
88951-XXXLF

NOTES:
1. FOR DIM A AND B SEE SHEET 2 AND UP.
2. BODY MATERIAL - LIQUID CRYSTAL POLYMER 30 % GLASS
   FLAME RETARDANT ACC. UL 94-V0.
3. PIN MATERIAL - PHOSPHOR BRONZE.
4. PLATING ON SOLDER TO BOARD:
   88951 - XYY IS SnPb
   88951 - XYYLF IS Sn LEAD FREE
   PLATING ON CONTACT AREA CONFORMS TO PERFORMANCE LEVEL SHOWN IN TABLE.
5. PRODUCT MARKING:
   PART NUMBER, DESIGNATION & BATCH ID.
6. ALL PRODUCTS WITH PART NUMBERS SHOWN IN INDEED TABLES WILL BE PACKAGED IN TUBES.
   IF TRAY PACKAGING IS REQUIRED, A SUFFIX "P" WILL BE ADDED TO THE END OF THE PART NUMBER.
   EXAMPLE: XXXXX-XXXLF OR XXXXX-XXXXP.
7. PRODUCT SPECIFICATION GS-12-180
   APPLICATION SPECIFICATION BUS-20-074
   THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
8. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
   EXAMPLE: 88951-XYYLF.
9. THE PRODUCTS WHERE THE PART NUMBER ENDS IN LF WILL MEET THE EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS.
   AS DESCRIBED IN GS-22-008.
10. FOR LEAD FREE PART NUMBERS, ADD AN "LF" SUFFIX.
    EXAMPLE: 88951-XYYLF.