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MICRO SWITCH
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- CATALOG LISTING

622EN133-R

ROLLER ALIGNMENT
NON- ADJUSTABLE
WARNING—THIS PRODUCT IS SUBJECT TO THE U.S.

TRAFFIC IN ARMS REGULATIONS (ITAR), AND THE EXPORT CONTROL
LAWS OF THE UNITED STATES.
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CIRCUIT DIAGRAM

TRANSFER OF TECHNICAL DATA

PERTAINING TO THIS PRODUC.T BY ANY MEANS TO A FOREIGN PERSON
PER ITAR™DEFINITIONS. WHETHER IN THE UNITED STATES OR ABROAD,
WITHOUT A PRIOR EXPORT LICENSE OR OTHER APPROVAL FROM THE

U.S. DEPARTMENT OF STATE,
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S PROHIBITED.

.375 DIA X .104 WIDE CORROSION RESISTANT STEEL ROLLER

15/32-32 UNS THREAD TO WITHIN .093 OF SHOULDER
.072+004 WIDE X.031%.003 DEEP KEYWAY TO WITHIN .250 OF SHOULDER

CORROSION RESISTANT STEEL HEX NUT .62 ACROSS FLATS X
125 THICK (2) (MS 21340-04) /)\

CORROSION RESISTANT STEEL INTERNAL TOOTH LOCKWASHER .60 DIA x
018 REF THICK (MS 35333-136) &

.05

CORROSION RESISTANT STEEL KEYING WASHER .72 DIA X 040 THICK,
TAB .110 WIDE (MS 25081C4) [ |

NOTES

2 -

4 -

1 - CORROSION RESISTANT STEEL ENCLOSURE

SWITCH SEALED PER MIL-PRF-8805 SYMBOL 4
DEUTSCH RECEPTACLE

COINCIDENCE OF OPERATING AND RELEASING POINTS:
.010 OF PLUNGER TRAVEL |

ELECTRICAL RATINGS APPLY AS SPECIFIED IN
MIL-PRF-8805/43 UP TO 185°F

CIRCUIT DIAGRAM AND CATALOG LISTING ARE SHOWN ON
NAMEPLATE

| CIRCUIT DIAGRAM - LETTERS ARE ASSOCIATED WITH RECEPTACLE

- NUMBERS ARE ASSOCIATED WITH WIRING
CONNECTOR MUST BE PERPENDICULAR WITH CENTERLINE OF
BUSHING KEYWAY WITHIN #6°
ROLLER MUST BE IN-LINE WITH BUSHING KEYWAY WITHIN 2.5°
ROLLER PLUNGER CAN BE ROTATED CLOCKWISE OR COUNTER
CLOCKWISE TO ALIGN THE KEYWAY WITHIN 2.5°
HARDWARE MAY BE PACKAGED UNASSEMBLED PER MIL-PRF-8805



