FLEXIBLE .025" SQ BOARD STACKERS

Mates with:
SSW, SSQ, ESW, ESQ, CES, SLW, BSW, BCS, SSM, HLE, PHF

Cable Mates:
IDSS, IDSD, SMSD, SMSS

SPECIFICATIONS

Insulator Material:
DW, EW, ZW: Black Glass Filled Polyester
HW: Natural Liquid Crystal Polymer

Terminal Material:
Phosphor Bronze

Plating:
Au or Sn over 50 µ" (1.27 µm) Ni

Operating Temp Range:
-55 °C to +125 °C with Gold
-55 °C to +105 °C with Tin

RoHS Compliant: Yes

Lead-Free Solderable: DW, EW, ZW:
No, Lead Wave Only
HW: Yes

RECOGNITIONS
For complete scope of recognitions see www.samtec.com/quality

ALSO AVAILABLE (MOQ Required)
- Other platings Contact Samtec.

Notes:
For added mechanical stability, Samtec recommends mechanical board spacers be used in applications with gold or selective gold plated connectors. Contact pg@samtec.com for more information. This Series is non-standard, non-returnable.

Due to technical progress, all designs, specifications and components are subject to change without notice.

WWW.SAMTEC.COM

Due to technical progress, all designs, specifications and components are subject to change without notice. Customer specific requirements must be approved by Samtec and identified in a Samtec customer-specific drawing to apply.

WWW.SAMTEC.COM