
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1146380000






http://download.weidmueller.com/asset/download/file//39474
http://download.weidmueller.com/asset/download/file//40061
http://download.weidmueller.com/asset/download/file//38257
http://download.weidmueller.com/asset/download/file//40062
http://download.weidmueller.com/asset/download/file//39473
http://download.weidmueller.com/asset/download/file//38207
http://download.weidmueller.com/asset/download/file//38275
http://download.weidmueller.com/asset/download/file//38285
http://download.weidmueller.com/asset/download/file//38228
http://download.weidmueller.com/asset/download/file//38195
http://download.weidmueller.com/asset/download/file//38256
http://download.weidmueller.com/asset/download/file//38194
http://download.weidmueller.com/asset/download/file//38203
http://download.weidmueller.com/asset/download/file//38213
http://download.weidmueller.com/asset/download/file//38294
http://download.weidmueller.com/asset/download/file//38132




��

��

��

��

��

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

260

240

220

200

180

160

140

120

100

80

60

40

20

0
0 20 40 60 80 100 120 140 160 180 200 220 240

time [s]

Te
m

per
at

ur
e 

 [
°C

]

Preheating

Cooling rate < 6 °K/s

250 °C
260 °C

Heating rate < 3 °K/s

255 °C

Typical process
Process limits
Temperature on board 

 

Total contact time max. 10 sec.

appr. 150°C
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Preheating

Cooling rate < 6 °K/s

250 °C

260 °C
Contact time appr. 3 sec.

Typical process        
Prozess limits
Temperature on board   Heating rate < 3 °K/s

255 °C

  appr. 150 °C

Wave soldering pro Þles

Wired connection elements should be processed in accordance with the DIN EN 61760-1 standard. We have included 
two recommendations for practical wave soldering proÞles, with which Weidmüller PCB terminals and connectors are 
qualiÞed.

When choosing a suitable proÞle for your application, the following factors also need to be considered:
- PCB thickness
- Proportion of Cu in the layers
- Single/double-sided assembly
- Product range
- Heating and cooling rates

The single and double wave proÞles each indicate the recommended operating range, including the maximum 
soldering temperature of 260°C. In practice, the maximum soldering temperature is quite often well below the above 
maximum proÞle.

Wave Solder Pro Þle

Recommended wave solderding pro Þles

We reserve the right to make technical changes.

Single Wave:

Double Wave:


