
Description Part Number 

Soldering Station, Temperature Controlled, 160°C to 480°C, 120V, 48W  MP740841 US 

Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 

the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 

without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 

any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 

any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 

where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 

negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019. 

Temperature-Controlled 
Soldering Station 

 
 

 

 

 

Description 

MP740841 US is a temperature-adjustable soldering station from 160°C to 500°C. Power 48W. On - Off switch with power-on 

indicator light. Ideal for general electronics and electrical repairs. Value for a money soldering station. 

 

Features 

• Heater: Mica, 160°C to 480°C (48W) 

• Temp. Controls: Rotary setting by knob 

• Compact and humanized design, easy to use. 

• With a mini drawer on the base to hold the spare parts. 

• Temperature can be adjusted by a knob. 

• With LED power indicator. 

 

Specifications: 

Input voltage (US) : 120V / 60Hz 

Power : 48 W 

Adjustable temperature : 160 to 480°C 

Weight : 630 g 

Dimensions : 98mm × 70mm × 155mm 
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