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CA, SMA JACK RP STR TO MHF® I  LK 
WITH 1.32MM CABLE EWR#15295-A
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73230-6210 GENERAL MARKET  1 OF 1
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MATERIALS AND FINISHES:

SMA JACK STR CONNECTOR:

   BODY, CONTACT, CRIMP TUBE: BRASS
   PLATED GOLD

   JAM NUT: BRASS
   PLATED GOLD
  
   LOCKWASHER: PHOSPHOR BRONZE
   PLATED GOLD
 

NOTES:

PACKAGING BY PLASTIC BAG

PART # 73230-6210

   CABLE: 1.32MM CABLE BLACK

   CONNECTOR:

      MHF® I  LK

MATED HEIGHT: 2.90MM MAX

ADHESIVE SHRINK TUBE

SMA JACK STR CONNECTOR
73251-5041

1.32MM CABLE
BLACK

MHF® I LK CONNECTOR

PERFORMANCE REQUIRMENTS:

  1. FREQUENCY: DC~ 6GHz

  2. IMPEDANCE: 50 OHMS

  3. TEST 100% CONTINUITY
 
  4. TEST 100% HI-POT: AC 350 V@0.5mA
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PANEL CUT-OUT
MAX PANEL THICKNESS
3.30MM (1.30)

3.56 MAX
.140
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