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ABS 3D Filament 
For 3D Printers

Newark.com/multicomp-pro
Farnell.com/multicomp-pro
sg.element14.com/b/multicomp-pro

Part Number Table
Description Colour Part Number

ABS Filament, 1.75mm, 1kg/roll Black MP011226
ABS Filament, 1.75mm, 1kg/roll Green MP011227
ABS Filament, 1.75mm, 1kg/roll Grey MP011228
ABS Filament, 1.75mm, 1kg/roll Red MP011229
ABS Filament, 1.75mm, 1kg/roll Blue MP011230
ABS Filament, 1.75mm, 1kg/roll White MP011231
ABS Filament, 1.75mm, 1kg/roll Light Blue MP011232
ABS Filament, 1.75mm, 1kg/roll Natural MP011233
ABS Filament, 1.75mm, 1kg/roll Orange MP011234
ABS Filament, 1.75mm, 1kg/roll Silver MP011235
ABS Filament, 1.75mm, 1kg/roll Peak Green MP011236
ABS Filament, 1.75mm, 1kg/roll Yellow MP011237
ABS Filament, 1.75mm, 1kg/roll Purple MP011238
ABS Filament, 1.75mm, 1kg/roll Pine Green MP011239
ABS Filament, 1.75mm, 1kg/roll Beige MP011240
ABS Filament, 1.75mm, 1kg/roll Brown MP011241
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negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019.

Features
•  High strength
•  Good toughness
•  Scratch resistance
•  The surface can be polished by using acetone and easy to be coloured

Specification 
Print temperature  : 220°C to 260°C 
Hot bed temperature : 110°C
Print speed : 30 to 60mm/s


