
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4 Core PVC Insulated, Tin Plated Copper Screen, 
PRT Sensor Cable / Wire 

Labfacility are the UK’s leading manufacturer of Temperature Sensors, Thermocouple 
Connectors and associated Temperature Instrumentation and stockists of Thermocouple 

Cables. The Company has been trading since 1971 and is ISO 9001 accredited.  

Labfacility have supplied Farnell for over 30 years, and an extensive range of our products are 
available to buy online, from stock, direct from Farnell. 
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Specifications 
General Description 4 core PVC insulated 7/0.2mm tin plated copper conductors, twisted 

cores, polyester tape & nylon cord, tin plated copper braided screen 
with PVC insulated outer jacket 

Cable Length 5, 10, 25, 50, 100m 
Cable Type Mylar shield with tin plated copper braiding 
Core / Strands 7/0.2mm 
Insulation Material PVC insulation 
Max. Temperature +105°C 
Min. Temperature -10°C 
Number of Wires 4 
Standards Met Cores colour coded 2 x Red / 2 x White to IEC-751 with black outer 

jacket 

 

Ordering Information 
Type Colour 

Code 
Cable Style Strand Size Length Manufacturers 

Code 
Farnell 
Order 
Code 

4 Core RTD PVC 7/0.2mm 5m (16.4ft) WC-006-D 3582258 
4 Core RTD PVC 7/0.2mm 10m (32.8ft) WC-006-D 7218734 
4 Core RTD PVC 7/0.2mm 25m (82ft) WC-006-D 7218746 
4 Core RTD PVC 7/0.2mm 50m (164.1ft) WC-006-D 2918769 
4 Core RTD PVC 7/0.2mm 100m (328.1ft) WC-006-D 3582259 
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