Product data sheet
Characteristics

9070T200D20
XFMR CONTROL 200VA 208/230/460V-115V

Complementary
Number of Phases

Main

Product or component
type

Industrial Control Transformer

Power Rating 200 VA
Primary Voltage 208/230/460 V
Secondary Voltage 115V

Type T

1 phase

Power Rating

200 VA

Primary to Secondary Voltage

Temperature rise

208/230/460 V 115V
80 °C

Electrical connection

Screw clamp terminals

Height 3.2in (81.28 mm)
Width 3.751in (95.25 mm)
Depth 3.59in (91.19 mm)
Material Copper winding

Fingersafe Cover Compatibility

Environment
Product certifications

FSC1

UL listed file E61239

CSA file LR37055 guide 184-N-90

Enclosure Type

Not rated (open device)

Insulation temperature

Ordering and shipping details

266 °F (130 °C)

Category

16200 - 9070 T (NOT TF) 50-200VA

Discount Schedule CP8

GTIN 00785901845508
Returnability No

Country of origin us

Offer Sustainability

Sustainable offer status
REACh Regulation

Green Premium product

i

REACh free of SVHC Yes
EU RoHS Directive Compliant 22
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information i)
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=452839&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=452839&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=452839&lang=en-us

China RoHS Regulation iy

Environmental Disclosure &7

Contractual warranty

Warranty 10 Years
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=452839&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1308008EN

