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G10000efh 10 Segment Light Bar

e | 4D Q
TECHNOLOGY

Features Recommended Maximum Ratings

O Low current requirements Reverse voltage | 5.0V

O Excellent character apperance | geverse voltage (GaAsP Red). o ’ ‘ 3.0V

U Hight light output D.C. forward current 30mA

O Reliable and rUgged Pulse current (10% duty cycle 0-1ms pulse wid‘t‘r_w)_“ o “ S 100mA o
Q IC. compatible . T e e -

Operating temperature range -25°C to +85°C

o——

-25"C to +100°C

Storage temperature range I

Lead soldering temperature (1-6mm from body) ' +260"C for 5 sacs.

(Tam25°C)
L.E.D. Chip Face calour ! Peak Forward Luminous
Part Number Fese : Wavelength @\;%lsg?v) @jrc‘):r/‘ks('r(\'\\’cd
Material Emitting Surface Segment , @20mA(nm) " ---———-)-
N L Calour or dot ! Typ I MAX i MIN [Typ
G10000 GW1 GaAsP “Red Grey “Wnite 55 1T 03| 06
G 10000 G W 2 GaP Green Grey White 567 21 | 14 1 34
G 10000 G W 3"__' GaAsP on GaP Yellow Grey White 585 21 T30 {11 1 28"
610000G W4 | GaAsPonGaP Orange Grey White 635 24 |30 | 16 | 39
"G10000GWS | GaP Red Grey White 700 21 | 30 | 04 [ 09
" G10000RRR | GaAsPonGaP | Hi-Eff. Red Red Red 635 217 30 1 e | 39
(Ta=25°C)
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G10000efh
e o Pin Function Pin Function
o l 1 AAnode 11 JCathode
- 2 B Anocde 12 | Cathode
= ¢ 3 CAnode 13 H Cathode
. ! 4 D Anode 14 G Cathode
. f_,f"”'“‘r; T T {T‘ 5 EAnode 15 F Cathode
NI ] J i [J IJ {J‘b__ots 6, F Anode 16 E Cathode
po b J - ;J‘ ‘9 v Y B . 7 GAnode 17 D Cathode
o e SRS R ‘ 8 HAnode 18 C Cathode
9 | Anode 19 B Cathecde
1. All dimension are «n mm, tolerance 1s 0 25mm unless otherwise stated. 10 J Anode 20 A Cathede
2. The slope angle of any pin may be +50° maximum.
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Nescrption 1D hght bar 10 segment Hi

As requested piease find data sheet attached and also copy will be posted this evening to you,

| will also inclide copies of our catalogues.

Please note that in all cases these products need to be wired in parallel with individual current
Lmiting resistors else these 1s a tendency for each segment to vary in brightness.
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Part Number / Order Code

G10000GW1
G10000GwW2
G10000GW3
G10000GW4
G10000GW5
G10000RRR

T

Factory Production Code

LL10000R
LL10000G
LL10000Y
LL100000
LL10000P
LL10000HR




