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The image below shows a breakdown of all the component parts of model CON-WP-IP68-3P-QC 

which is the 3 pin (3 pole) IP68 rated waterproof cable joiner, part of the -QC series of quick 

connect cable and wiring accessories. The 2 pin version (part number CON-WP-IP68-2P-QC) is 

almost identical, only supplied with a 2 input to 2 output terminal inside 

• IP68 Rated – Waterproof – Can be used inside or outside

• Suitable for round cable with a diameter of between 4mm and 10mm 

• Can be used for both AC and DC connection

• 2 options - Suitable for either 3 Pole (3 wire) or 2 Pole (2 wire) connection

• Quick Connect terminal block inside makes attaching wires extremely simple & fast

• Suitable for a massive range of applications

• Wiring range 0.5mm to 4mm diameter

• Maximum current: 32A (ensure correct wire is used for application)

• Maximum voltage 450V

• Suitable for cable cross section 0.5mm to 4mm (outside diameter 4mm to 10mm)

2 pin cable joint = Part number CON-WP-IP68-2P-QC

3 pin cable joint = Part number CON-WP-IP68-3P-QC

When each end is fully tightened, each unit has a length of 86mm

When each end cap is fully loosened the total length is 96mm

The connector has a diameter of 29.6mm
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