
 
 

 

             THERMALLY CONDUCTIVE PUTTY          series: WTP-NS series 

 

  

  

  

  

  

  

  

 

 

 

ITEM WTP-NS10 WTP-NS20 WTP-NS30 Test Method 

Colour Grey  Grey Grey  Visual 

Thermal Conductivity (W/m-K)  1.0 2.0 3.0 ASTM D5470 

Thermal Impedance (@30psi) (°C*in²/W) 0.13 0.08 ~ 0.09 0.06 ~ 0.07 ASTM D5470 

Flow Rate (@30cc, 90psi) 40±10 30±10 20±10 - 

Density (g/cc) 2.0 2.5 3.0 Helium Psychometry 

Dielectric Constant (@1MHz) 7.5 5.5 4 ASTM D150 

Operating Temperature (°C) -50 ~ +120 -50 ~ +120 -50 ~ +120 - 

ROHS PASS PASS PASS SGS or Equivalent 

REACH PASS PASS PASS SGS or Equivalent 

Halogen Free PASS PASS PASS SGS or Equivalent 

ISO 16949 PASS PASS PASS Factory Certificate 

RBA PASS PASS PASS - 

 

  

                   Applications: CPU, GPU, data centres, power supply units and engine control units. 

 

                   Storage Conditions: Recommended storage conditions are 25±5°C at 60±10% RH.  

 

                   WTP thermal putty should be stored in original product packaging until ready for use. Designed so it will not  

                   settle during shipping or storage and therefore should not be remixed (in syringe format).   

 

 

 

 

 

 

 

                    

 

 

• Highly Conformable and fills irregular gaps and large gap tolerances. 

• Use with automatic dispensing equipment to improve efficiency. 

• Re-workable, reusable to reduce waste. 

• No silicone oil bleed or siloxane volatility.  

• Thermal conductivity up to 3.0W/mk.  

• Available in Syringes up to 30cc and 300cc syringes. 
  

 

 



 
 

 

            Storage under High Pressure: The thermal putty should not be stored under high pressure dispensing conditions. 

            If stored for long period under pressure some separation may be noticed.  

 

            Preparation for use: The material is ready to use out of the container and no post-cure is needed. Make sure the 

             surfaces that the grease will be applied to are clean and dry. Mixing before use is not recommended.  

 

            Clean-up: Excess material can be cleaned up using a dry rag. 

 

            Shelf Life:  For closed container it is 12 months from date of shipment. For opened container it is 6 months from date  

            of shipment.  

 

 

 

            For copy of SDS document, please contact our sales team. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  ANNOTATION 

                All specifications shown herein are typical values and are not guaranteed. It is recommended to test in the 

                application for suitability. 

https://amecthermasol.co.uk/contact-us/

